REQUEST FOR QUOTATI ONS | PAGE OF PAGES

(TH'S I'S NOT AN ORDER) | 1 | 3
THE NOTI CE OF SMALL BUSI NESS- SVALL PURCHASE SET- ASIDE ON PAGE 1A OF THI S FORM
[XI IS [ ] 1SNOT  APPLI CABLE.
1. REQUEST NO | 2. DATE I SSUED 3. REQUI SI TI O PURCHASE REQUEST
DTRS57- 00- Q 80026 | 04/ 25/ 00 874- 3448

8. TGO NAME AND ADDRESS, | NCLUDI NG ZI P CODE 4. CERT. FOR NAT. DEF | RATING
UNDER BDSA REG 2 |

AND OR DVB REG 1 |

6. DELI VERY BY (DATE)

07/ 31/ 00
U.S. DEPARTMENT OF TRANSPORTATI ON
VOLPE NATI ONAL [X] FOB [ ] OTHER
TRANSPORTATI ON SYSTEMS CENTER DEST. ( SEE SCHEDULE)

KENDALL SQUARE
CAMBRI DGE, MA 02142-1093

9. DESTI NATI ON ( CONSI GNEE AND
ADDRESS, | NCLUDI NG ZI P CCDE)

5B. FOR | NFORVATI ON CALL:

ROBERT M NI CKERSON  , DTS- 87
TEL: (617)494-3432
I

I
I
|
I
I
I
I
I
II
5A. 1 SSUED BY | 7. DELIVERY
I
I
I
I
I
|
|
|  CAMBRIDGE, MA 02142-1093
I

10. PLEASE FURN SH
QUOTATI ONS TO THE
I SSU NG OFFI CER ON

| 11. BUSI NESS CLASSI FI CATI ON ( CHECK APPROPRI ATE BOXES)

|
OR BEFORE CLCSE OF |

I

I

1
A.  STANDARD | NDUSTRI AL CLASSI FI CATI ON CODE
B. SMALL BUSI NESS SI ZE STANDARD

BUSI NESS ( DATE)
05/ 17/ 00

[ ] SMALL [ ] OTHER THAN SMALL
[ ] WOVEN- OANED [ ] DI SADVANTAGED

| MPORTANT: THI S IS A REQUEST FOR | NFORVATI ON, AND QUOTATI ONS FURNI SHED ARE NOT
OFFERS. | F YOU ARE UNABLE TO QUOTE, SO I NDI CATE ON TH'S FORM AND RETURN I T.
TH S REQUEST DCES NOT COW T THE GOVERNMENT TO PAY ANY COSTS | NCURRED I N THE
PREPARATI ON OF THE SUBM SSI ON OF THI S QUOTATI ON OR TO CONTRACT FOR SUPPLI ES OR
SERVI CES. SUPPLI ES ARE OF DOVESTI C ORI G N UNLESS OTHERW SE | NDI CATED BY
QUOTER.  ANY REPRESENTATI ON ANDY OR CERTI FI CATI ON ATTACHED TO THI S REQUEST FOR
QUOTATI ON MUST BE COVPLETED BY THE QUOTED.

DI SCOUNT FOR PROVPT PAYMENT:

10 CALENDER DAYS 20 CALENDER DAYS 30 CALENDER DAYS CALENDER DAYS
% % % %
NOTE: PAGE 1A MUST BE COVPLETED BY THE QUOTER
14. NAVE AND ADDRESS OF QUOTER | 15. SI GNATURE OF PERSON AUTHORI ZED TO
(STREET, CITY, STATE AND ZI P CODE) | SI GN QUOTATI ON

16. DATE OF QUOTATI ON 17. NAME AND TI TLE OF SIGNER (TYPE OR

PRI NT)

I
|
18. TELEPHONE NO. (I NCLUDE AREA CODE) |
I

SUBSTI TUTE FORM SF18 (7/91



PACE 1A
REPRESENTATI ONS, CERTI FI CATI ONS, AND PROVI SI ONS
The following representation applies when the contract is to be perforned
inside the United States, its territories or possessions, Puerto Rico, the
Trust Territory of the Pacific Islands, or the District of Colunbia.
52.219.1 SMALL BUSI NESS PROGRAM REPRESENTATI ON (Jan 97)
(A) (1) The standard industrial classification (SIC) code for this acquisition
is .

(2) The small business size standard is .

(3) The small business size standard for a concern which submts an offer
inits own nanme, other than on a construction or service contract, but which
proposes to furnish a product which it did not itself nmanufacture, is 500
enpl oyees.

(B) Representations. (1) The offeror represents and certifies as part of its
offer that it [ ] is, [ ] is not a small business concern.

(2) (Conplete only if offeror represented itself as a small concern in
bl ock (b)(1) of this section.) The offeror represents as part of its offer that
it [ ] is, [ ] is not asnmll disadvantaged busi ness concern.

(3) (Conplete only if offeror represented itself as a small concern in
bl ock (b)(1) of this section.) The offeror represents as part of its offer that
it [ ] is, [ ] is not awnen-owned snall disadvantaged busi ness concern.

(© Definitions.

"Joint venture,' for purposes of a small disadvantaged busi ness (SDB)
set-aside or price evaluation preference (as prescribed at 13 CFR 124.321) is a
concern that is owned and controlled by one or nore socially and econonically
di sadvant aged i ndi viduals entering into a joint venture agreement with one or
nore busi ness concerns and is considered to be affiliated for size purposes with
such ot her concern(s). The conbi ned annual receipts or enployees of the concerns
entering into the joint venture nust neet the applicable size standard
corresponding to the SIC code designated for the contract. The majority of the
venture's earnings nust accrue directly to the socially and economically
di sadvant aged i ndividuals in the SDB concern(s) in the joint venture. The
percent age of the ownership involvenment in a joint venture by di sadvant aged
i ndi vi dual s nmust be at |east 51 percent.



PAGE 1B
REPRESENTATI ONS, CERTI FI CATI ONS, AND PROVI SI ONS (conti nued)

"Smal | business concern,' as used in this provision, nmeans a concern
including its affiliates, that is independently owned and operated, not
dominant in the field of operation in which it is bidding on Governnent
contracts, and qualified as a small business under the criteria in 13 CFR Part
121 and the size standard in paragraph (a) of this provision.

"Smal | di sadvant aged busi ness concern,' as used in this provision, neans a
smal | business concern that (1) is at |east 51 percent unconditionally owned by
one or nore individuals who are both socially and economi cal ly di sadvant aged, or
a publicly owned business having at |east 51 percent of its stock uncondition-
ally owned by one or nore socially and econom cal |l y di sadvantaged i ndi vi dual s,
and (2) has its managenent and daily business controlled by one or nore such
i ndividuals. This termal so neans a snall business concern that is at |east 51
percent unconditionally owned by an econom cally di sadvantaged Indian tribe
or Native Hawaiian Organization, or a publicly owned business having at |east 51
percent of its stock unconditionally owned by one or nore of these entities,
whi ch has its nmanagenment and daily business controlled by nenbers of an
econom cal |l y di sadvantaged Indian tribe or Native Hawaiian O gani zati on, and
whi ch neets the requirenents of 13 CFR Part 124.

"Wonen- owned snal | business concern,' as used in this provision, neans a
smal | busi ness concern-

(1) Which is at |least 51 percent owned by one or nore wonen or, in the
case of any publicly owned business, at |east 51 percent of the stock of which
is owned by one or nore wonen; and

(2) Whose managenent and daily business operations are controlled by one
or nore women.

(D) Notice. (1) If this solicitation is for supplies and has been set aside
in whole or in part, for small business concerns, then the clause in this
solicitation providing notice of the set-aside contains restrictions on the
source of the end itens to be furnished

(2) Under 15 U.S.C 645(d) any person who nmisrepresents a firms status as a
smal | or snmall di sadvantaged business concern in order to obtain a contract to
be awarded under the preference prograns established pursuant to section 8(A)
8(D), 9, or 15 of the Small| Business Act or any other provision of Federal |aw
that specifically references section 8(D) for a definition of program
eligibility shall-

(i) Be punished by inposition of fine, inprisonnment, or both

(ii) Be subject to adm nistrative renedi es, including suspension and
debar nent; and

(iii) Be ineligible for participation in prograns conducted under the
authority of the Act



REQUEST FOR QUOTATI ONS | VNTSC REQUEST NUMBER

PAGE OF PACES

(TH'S I'S NOT AN ORDER) | DTRS57-00- Q 80026 | 2 | 3
NAVE OF OFFEROR OR CONTRACTOR
12. SCHEDULE (I NCLUDE APPLI CABLE FEDERAL, STATE AND LOCAL TAXES)
[ TEM | | |
NO SUPPLI ES/ SERVI CES | QUANTITY] UNIT | UNIT PRICE | AMOUNT
(A (B) | (O (B (F)
I
I
1 | REPAIRS TO WATER VAULT, | 1
BUI LDI NG 1. |
I
ATTACHED ARE THE PLANS AND |
0A

WATER METER VAULT LOCATED NEAR BUI LDI NG
# 1. |

I
HE FOLLOW NG CLAUSE ALSO APPLI ES TO
H S RFQ |

I
FAR CLAUSE 52.236-27 SITE VISIT |
CONSTRUCTI ON).  ALTERNATE | ( FEB| 1995)
(A) THE CLAUSES AT 52.235-2, DI FFERI NG
| (A) THE CLAUSES AT 52.236-2, DI FFERI NG
| SI TE CONDI TI ONS, AND 52.236-3, SITE
| | NVESTI GATI ONS AND CONDI TI ONS AFFECTI NG
| THE WORK, W LL BE | NCLUDED | N ANY
| CONTRACT AWARDED AS A RESULT OF TH S
| SOLI CI TATION.  ACCORDI NGLY, OFFERCRS OR
| QUOTERS ARE URGED AND EXPECTED TO
| INSPECT THE SI TE WHERE THE WORK W LL BE
| PERFORVED. |

I
I
|
I
I
I
|
| SPECI FI CATI ONS FOCR THE REPAIRS T
I
I
I
I
I
I
I
I
I

I I

| (B) AN ORGANI ZED SITE VI SI T HAS BEEN

| SCHEDULED FOR WEDNESDAY, MAY 3, 2000 AT
| 10: 00 AM W TH STEPHEN COFFEY (FAC LI TY
| ENG NEER 617- 494- 3919) . |

I I

| (C) PARTI Cl PANTS WLL MEET IN THE LOBBY
| OF THE VOLPE CENTER, 55 BROADVAY,

| CAVBRI DGE, MA. 02142. |

I
| THE CLOSI NG DATE FOR THE SUBM SSI ON OF A
| REQUEST FOR QUOTE |'S MAY 17, 2000.

I I

| THE CONTRACTOR MUST AGREE TO THE| TI ME

| TABLE ESTABLI SHED ON THE SPECI FI CATI ONS
| AND PLANS. ALL WORK MJUST BE COMPLETE

| WTH N NI NETY DAYS OF AWARD OF THE

| CONTRACT. |

I I

| THE DAVI S- BACON ACT APPLIES TO TH S

| QUOTATI ON AND THE CONTRACTOR | S REQUI RED
| TO PAY THE PREVAI LI NG WAGE RATE AND

| FRINGE BENEFI TS | N EFFECT AT THE| Tl ME




SUBSTI TUTE FORM SF18  (7/91)
REQUEST FOR QUOTATI ONS | VNTSC REQUEST NUMBER | PAGE OF PAGES
(TH'S I'S NOT AN ORDER) | DTRS57-00-Q 80026 | 3 | 3

NAME OF OFFEROR OR CONTRACTOR

12. SCHEDULE (1 NCLUDE APPLI CABLE FEDERAL, STATE AND LOCAL TAXES)

UNIT PRI CE
(B

AMOUNT

(F)

I I
SUPPLI ES/ SERVI CES | QUANTI TY| UNIT
(B I (9 (D

I
I
I
THE WORK | S BEI NG PERFORVED. A WEEKLY |
SUMVARY OF PAY FOR EACH EMPLOYEE| COVERED |
UNDER THI S ACT WLL BE SUBM TTED| TO |
ROBERT NI CKERSON, DTS-87, 55 BROADWAY |
| CAVBRI DGE, MA. 02142. SEE ATTACHVENT #1 |
I I I
| AWARD W LL BE BASED ON THE OVERALL BEST |
| VALUE TO THE GOVERNMENT TAKI NG | NTO |
| CONSI DERATI ON PAST PERFORVANCE AND |
| PRI CE. | |

I

I

I I
| THE CONTRACTOR MUST PROVI DE THE |
| FOLLON NG EVI DENCE W TH THEI R PROPOSAL:

I I I
|1) 1S A LI CENSED MASSACHUSETTS PI PE |
| FI TTER | |
I I I
| 2) HAVE AT LEAST 10 YEARS COWERCI AL |
| Pl PE FI TTI NG EXPERI ENCE | |
I I I
| 3) EXPERI ENCE WORKI NG | N PERM T | |
| CONTROLLED CONFI NED SPACES SUCH AS |
VAULTS AND MANHOLES | |
I I

I

|

I

I

I

I

I

I

THE FOLLON NG | NFORMATI ON | S REQUESTED | N| ACCORDANCE W TH FAR| 52. 204- 3:
CHECK ONE: |
| NCORPORATED |
SOLE PROPRI ETCRSH P |
PARTNERSH P |

PROVI DE ONE:
TAXPAYER | DENTI FI CATI ON NUMBER

SOCI AL SECURI TY NUMBER|

SUBSTI TUTE FORM SF18 (7/91)



GENERAL DECI SI ON MA0O0O0O001 02/11/00 MA1
CGener al Deci si on Nunber MAOO0O0O1

Super seded CGeneral Decision No. MA990001
State: Massachusetts

Construction Type:

BUI LDI NG

County(ies):

BARNSTABLE ESSEX NORFCOLK
BRI STCL M DDLESEX SUFFCLK
DUKES NANTUCKET

BUI LDI NG CONSTRUCTI ON PRQJECTS (does not include single famly
hones and apartnents up to and including 4 stories)

Modi fi cati on Nunber Publ i cati on Date
0 02/ 11/ 2000
COUNTY(i es):
BARNSTABLE ESSEX NORFOLK
BRI STOL M DDLESEX SUFFOLK
DUKES NANTUCKET

ASBEOOO6A 09/01/1998
Rat es Fri nges
BARNSTABLE (Except Barnstabl e, Bourne, Fal nouth, Mshpee,
Sandwi ch); BRI STOL (Easton); ESSEX; SUFFOLK; M DDLESEX; AND
NORFOLK (Except Bel lingham Franklin, Plainville, Wenthan)
COUNTI ES

| NSULATORS/ ASBESTOS WORKERS
I ncl udes the application of all
insulating materials, protective
coverings, coatings, and finishes
to all types of nechanical systens 24. 66 10. 08

ASBEO006B 09/ 01/ 1998
Rat es Fri nges
BARNSTABLE (Except Barnstabl e, Bourne, Fal nouth, Mshpee,
Sandwi ch), ESSEX, M DDLESEX, NORFOLK (Except Bellingham
Franklin, Plainville, Wenthan, AND SUFFOLK COUNTI ES

HAZARDOUS MATERI AL HANDLER

I ncl udes preparation, wetting,

stripping, renmoval, scrapping,

vacuum ng, baggi ng and di sposi ng

of all insulation materials from

mechani cal systens whet her they

contai n asbestos or not 17.00 6. 75



ASBEOO31E 09/01/1998
Rat es Fri nges
BARNSTABLE ( Townshi ps of Barnstabl e, Bourne, Fal mouth, Mashpee
and Sandw ch), BRI STOL (Except Easton) & NORFOLK (Bellingham
Franklin, Plainville & Wentham DUKES & NANTUCKET COUNTI ES

| NSULATOR/ ASBESTCS WORKER
I ncl udes the application of al

insulating materials, protective
coverings, coatings, and finishes

to all tyes of mechanical systens 22.30 8.24

ASBE0201A 02/01/1993
Rat es Fri nges
BARNSTABLE (Bar nstabl e, Bourne, Fal mouth, Mashpee, Sandw ch);
AND BRI STOL (Except Easton) COUNTI ES

HAZARDOUS MATERI AL HANDLER

I ncl udes preparation, wetting,
stripping, renmoval, scrapping,
vacuum ng, baggi ng and di sposi ng

of all insulation materials from
mechani cal systens, whether they
cont ai n asbestos or not 17. 45 4.70

BO LO029A 10/01/1998

Rat es Fri nges

BO LERVAKERS 23.87 31%*+3. 96
BRMAOOO1H 09/ 01/ 1999

Rat es Fri nges

BRI STOL (Attleboro, Berkley, Dighton, Mansfield, North Attl eboro,
Nort on, Raynham Rehoboth, Seekonk, Taunton) AND NORFOLK
(Bel l'i ngham Cant on, Dedham Foxboro, Franklin, Norfolk, Norwood,
Plainville, Sharon, Wl pole, Westrwood, Wenthan) COUNTIES

BRI CKLAYERS, CEMENT MASONS
and PLASTERERS 28.22 11. 09

BRMAOOO1l 09/ 01/ 1998
Rat es Fri nges
M DDLESEX (Acton, Asby, Ayer, Bedford, Billerica, Boxboro,
Carlisle, Chensford, Dracut, Dunstble, Ft. Denvens, G oton
Littleton, Lowell, North Acton, Pepperell, Shirley, South Acton
Tewksbury, Townsend, Tyngsboro, West ACton, Westford, W/I m ngton)

BRI CKLAYTERS & PLASTERERS 25. 26 10. 99



BRMAOOO1J 09/ 01/ 1998
Rat es Fri nges
M DDLESEX (Ashl and, Fram ngham Holliston, Hopkinton, Hudson,
Maynard, Natick, Sherbvorn, Stow); and NORFOLK (Medfield, Medway,
MIlis)

BRI CKLAYERS 25. 26 10. 99

BRVAOOO3A 07/01/1999

Rat es Fri nges
MARBLE, TILE & TERRAZZO WORKERS 28. 15 11.58
TERRAZZO FI NI SHERS 31. 30 7.16
MARBLE & TILE FI NI SHERS 22.74 11. 41
BRMAOOO3C 08/ 01/ 1999
Rat es Fri nges

M DDLESEX (Arlington, Canbridge, Everett, Ml den, Medford,
Mel rose, Somerville); NORFOLK (Brookline, MIton); and SUFFOLK

BRI CKLAYERS 29.57 11. 24

BRVAOOO3F 08/ 01/1999

Rat es Fri nges
ESSEX (Amesbury, Andover, Beverly, Boxford, Danvers, Essex,
Ceorgetown, G oucester, Goveland, Hamlton, Haverhill, |psew ch,

Lawr ence, Lynn, Lynnfield, Manchester, Marbl ehead, Merri mac,

Met huen, M ddl eton, Nahant, Newbury, Newburyport, North Andover,
Peabody, Rockport, Row ey, Salisbury, Salem Saugus, Swanpscott,
Topsfiel d Wakefi el d, Wenham West Newbury); and M DDLESEX

(Readi ng, North Readi ng, Wakefiel d)

BRI CKLAYERS, CEMENT MASONS,
and PLASTERERS 29.41 11. 34

BRMAOOO3G 08/ 01/ 1999
Rat es Fri nges
M DDLESEX (Bel nont, Burlington, Concord, Lexington, Lincoln,
St oneham Sudbury, Waltham Watertown, Wayl and, Weston,
W nchester, Wburn)

BRI CKLAYERS & PLASTERERS 28.17 12. 64

BRMAOOO3H 08/ 01/ 1999
Rat es Fri nges
M DDLESEX ( Newt on) and NORFCOLK (Dover, Needham Well esl ey)

BRI CKLAYERS, CEMENT MASONS,
and PLASTERERS 28. 67 12. 14



BRMAOOO3I 08/ 01/ 1999
Rat es Fri nges
BARNSTABLE; BRI STOL ( Acushnet, Darnouth, Farhaven, Fall River,
Freet own, New Bedford, Sonerset, Swansea, Westport); DUKES; and
NANTUCKET COUNTI ES

BRI CKLAYERS, CEMENT MASONS
and PLASTERERS 29. 47 11. 34

BRVAOOO3J 08/01/1999

Rat es Fri nges
NORFOLK COUNTY (Avon, Braintree, Cohasset, Hol brook, Quincy,
Randol ph, Soughton, Weynout h)

BRI CKLAYERS, CEMENT MASONS,
and PLASTERERS 28.17 12. 64

CARPO026A 10/01/1999
Rat es Fri nges
BRI STOL (Attl eborough, North Attleborough); ESSEX; M DDLESEX
(Except Bel nont, Canbridge, Everett, Ml den, Medford,
Sonerville); AND NORFCOLK (Bel li ngham Canton, Foxboro, Franklin,
Medfield, Medway, MIIis, Needham Norfolk, Norwood, Plainville,
Sharon, Wl pole, \Wellesley, Wstwood, Wentham

CARPENTERS 21.94 10. 11

CARPOO33A 10/01/1999
Rat es Fri nges
M DDLESEX (Bel nont, Canbridge, Everett, Ml den, Medford,
Sonerville); NORFOLK (Brookline, Dedham MIlton); and SUFFOLK

CARPENTERS 25.92 11. 46

CARPOO56K 08/ 01/ 1999
Rat es Fri nges
SUFFOLK (Al of County); and those areas of BARNSTABLE, BRI STOL,
ESSEX, M DDLESEX & NORFOLK COUNTI ES situated inside Boston
Bel tway (1-495) and North of Cape Cod Canal

Pl LEDRI VERVEN 25.44 10.91

CARPOO56L 10/ 01/1999
Rat es Fri nges
Al'l of DUKES and NANTUCKET COUNTIES; and those areas of
BARNSTABLE, BRI STOL, and NORFCOLK COUNTI ES situated OUTSI DE Boston
Bel tway (1-495) and South of Cape Cod Canal

Pl LEDRI VERVEN 22.92 10.91



CARPO0O56M 10/ 01/ 1999
Rat es Fri nges
Those areas of ESSEX and M DDLESEX COUNTI ES situat ed OUTSI DE
Bost on Bel tway (1-495)

Pl LEDRI VERVEN 23. 68 10.91

CARP0424C 10/01/1999

Rat es Fri nges
NORFOLK COUNTY (Braintree, Cohassett, Scituate, Wynouth, Quincy)

CARPENTERS 21.94 10. 11

CARPO624E 10/ 01/ 1999
Rat es Fri nges
BARNSTABLE; BRI STOL (Except Attleboro & North Attl eboro); DUKES;
NANTUCKET; AND NORFCOLK (Avon, Hol brook, Randol ph, Stoughton)
COUNTI ES

CARPENTERS 20. 42 10. 11

CARP1121A 04/01/1999

Rat es Fri nges
M LLWRI GHTS 23.71 12. 16
CARP2168A 04/01/1999
Rat es Fri nges

M DDLESEX (Bel nont, Canbridge, Everett, Ml den, Medford,
Sonerville); NORFOLK (Brookline, Dedham MIlton); and SUFFOLK

SOFT FLOCR LAYERS 25. 86 10. 21

CARP2168E 04/01/ 1999
Rat es Fri nges
BRI STOL; ESSEX; M DDLESEX (Except Bel nont, Canbridge, Everett,
Mal den, Medford, Somerville); Remai nder of Norfol k County

SOFT FLOCR LAYERS 21.99 10. 21

CARP2168F 04/01/1999
BARNSTABALE; DUKES; AND NANTUCKET

SOFT FLOCR LAYERS 20. 44 10. 21



ELECO096A 12/01/ 1999
Rat es Fri nges
M DDLESEX (Ashby, Ashland, Ayer, Ft. Devens, &G oton, Hopkinton,
Hudson, Marl boro, Pepperell, Shirley, Stow, Townsend)

ELECTRI Cl AN 25.15 8. 64+3%
TELEDATA SYSTEM | NSTALLERS 17. 32 6.98

ELECO099A 12/01/1999

Rat es Fri nges
BRI STOL (Attleboro, North Attl eboro, Seekonk)
ELECTRI Cl ANS 24. 22 41%
TELEDATE SYSTEM | NSTALLERS 17.81 4.12+8%

ELEC0103A 09/01/ 1999
Rat es Fri nges
ESSEX; M DDLESEX; NORFOLK (except Avon, Hol brook, Plainville,
Randol ph, Stoughton) SUFFOLK

TELEDATA SYSTEMS | NSTALLERS 20.78 11. 10

ELEC0103B 09/01/1999

Rat es Fri nges
ESSEX (Amesbury, Andover, Boxford, Ceorgetown, G ovel and,
Haverhill, Lawrence, Merrimac, Methuen, Newbury, Newburyport,

North Andover, Row ey, Salisbury, West Newbury); M DDLESEX
(Bedford, Billerica, Boxboro, Burlington, Carlisle, Chelnsford,
Dracut, Dunstable littleton, Lowell, North Reading, Tewksbury,
Tyngsboro, Westford, W] m ngton)

ELECTRI Cl ANS 24. 24 12. 87

ELEC0103D 09/01/ 1999
Rat es Fri nges
ESSEX (Beverly, Danvers, Essex, d oucester, Hamilton, |psw ch,
Manchest er, WMarbl ehead, M ddl eton, Peabody, Rockport, Salem
Topsfiel d, Wenham

ELECTRI Cl ANS 23.14 11. 24



ELECO103E 09/ 01/ 1999
Rat es Fri nges

ESSEX (Lynn, Lynnfield, Nahant, Saugus, Swanpscott); M DDLESEX
(Acton, Arlington, Belnont, Canbridge, Concord, Everett,
Fram ngham Hol i ston, Lexington, Lincoln, Mlden, Mynard,
Medf ord, Melrose, Natick, Newton, Reading, Sherborn, Sonerville,
St oneham Sudbury, Wakefield, Waltham Watertown, Wyl and,
West on, W nchester, Wburn); NORFOLK (Bellingham Braintree,
Br ookl i ne, Canton, Cohasset, Dedham Dover, Foxboro, Frankl oin,
Medfield, Medway, MIIlis, MIlton, Needham Norfolk, Norwood,
Qui ncy, Sharon, Wl pole, \Wellesley, Wstwod, Wynouth,
W ent ham); PLYMOUTH ( H ngham and Hul | ) ; SUFFOLK

ELECTRI Cl ANS 30. 49 12. 25

ELECO104A 09/01/1999

Rat es Fri nges
LI NE CONSTRUCTI ON:

Li neman 26. 85 7.97+3%A
FOOTNOTES:

A.  PAID HOLI DAYS: New Year's Day; Menorial Day; |ndependence
Day; Labor Day; Thanksgiving Day; Christmas Day and
Col unbus Day, provided the enpl oyee has been enpl oyed 5
wor ki ng days prior to any one of the listed holidays.

ELEC0223G 09/ 01/ 1999
Rat es Fri nges
BARNSTABLE; BRI STOL (Except Attleboro, North Attleboro, Seekonk);
DUKES; NANTUCKET AND NORFOLK (Avon, Hal brook, Plainville,
Randol ph, St ought on)

ELECTRI Cl ANS 24.15 42.5%1. 27

ELEC0223H 09/ 01/ 1999
Rat es Fri nges
BARNSTABLE; BRI STOL (Except Attleboro, North Attl eboro, Seekonk);
DUKES; NANTUCKET AND NORFOLK (Avon, Hal brook, Plainville,
Randol ph, St ought on)

TELEDATA 18. 00 6. 16



ELEVOOO4A 04/16/ 1999
Rat es Fri nges
ELEVATOR MECHANI CS 33.955 6. 67+A

FOOTNOTE FOR ELEVATOR MECHAN CS:

A.  Enployer Contributes 8% of basic hourly rate for 5 years
or nore of service and 6% for 6 nonths to 5 years of
service as vacation pay credit. Six paid holidays
(providi ng enpl oyee has worked 5 consecutive days before
and the working day after the holiday): New Year's Day,
Menori al Day, |ndependence Day, Labor Day, Thanksgi ving
Day, and Christnmas Day.

ENG 0004A 06/ 01/ 1999

Rat es Fri nges
PONER EQUI PMENT OPERATCRS:

Goup 1 26.77 10. 62+A
G oup 2 26. 60 10. 62+A
Goup 3 21.11 10. 62+A
Goup 4 23. 69 10. 62+A
Goup 5 17. 84 10. 62+A
Goup 6 19.42 10. 62+A

FOOTNOTE FOR POAER EQUI PMENT OPERATORS:

A.  PAID HOLI DAYS: New Year's Day, Washington,s Birthday, Labor
Day, Menorial Day, |ndependence Day, Patriot's Day, Col unbus
Day, Veteran's Day, Thanksgiving Day, Christnmas Day

HOURLY PREM UM FOR BOOM LENGTHS (I ncl uding Jib):

Over 150 ft. +1.17
Over 185 ft. +2. 06
Over 210 ft. +2. 89
Over 250 ft. +4. 38
Over 295 ft. +6. 07

POAER EQUI PMENT OPERATORS CLASSI FI CATI ONS

Goup 1: Crane; shovel; truck crane; cherry picker; dragline;
trench hoe; backhoe; three drum nmachine; derrick; pile driver;
el evator tower; hoist; gradall; shovel dozer; front end | oader;
fork lift; suger; boring machine; rotaryu drill; post hole
hanmrer; post hol e di gger; punpcrete nmachi ne; asphalt plant (on
site); concrete batching and/or mxing plant (on site); crusher
plat (on site); paving concrete mxer; tinber jack

Group 2: Sonic or vibratory hamrer; grader; scraper; tandem
scraper; concrete punp; bulldozer; tractor; york rake; nulching
machi ne; portable steam boiler; portable steamgenerator; roller;
spreader; tanmper (self propelled or tractor drawn); asphalt

paver; nechanic - maintenance; paving screed machi ne; stationary
steam boi | er; paving concrete finishing nmachine; cal truck;

bal | ast regulator; switch tanper; rail anchor machine; tire truck



G oup 3: Punps (1-3 grouped); conpressor; welding machine (1-3
grouped); generator; concrete vibrator; heater (power driven 1-
5); well point system (operating); syphon-pul soneter; concrete

m xer; valves controlling permanent plant air or steam conveyor;
Jackson type tanper; single diaphragm punp; |ighting plant

G oup 4: Assistant engineer (fireman)
Goup 5: Qler (other than truck cranes and gradalls)

Goup 6: Qler (on truck cranes and gradalls)
stant engineer (on truck crane and gradall)

| RONOOO7F 09/ 16/ 1999

Rat es Fri nges
BRI STOL (Easton); ESSEX (Beverly d oucester, Lynn,Lynnfield,
Manchest er, Marbl ehead Nahant, Sal em Saugus, Swanpscott);
M DDLESEX (Arlington, Bedford, Belnont, Burlington, Canbridge,
Concord, Everett, Fram ngham Lexington, Lincoln, Ml den, Maynard,
Medf ord, Melrose, Natick, Newton, Reading, Sherborn, Sonerville,
St oneham Sudbury, Wakefield, Waltham Watertown, Wyl and,
West on, W nchester, Wburn); NORFOLK (Except Medway); SUFFOLK

| RONVORKERS 25.00 13.69

ESSEX (Amesbury, Andover, Boxford, Danvers, Essex, GCerogetown,
Ham | ton, Haverhill, Ipsw ch, Lawence, Merrimac, Met huen,

Newbury, Newburyport, North Andover, Rockport, Row ey,
Sal i sbury, Topsfield, Wenham West Newbury); M DDLESEX (Action,

Billericia, Carlisle, Chelnsford, Dracut, Dunstable, Goton,
G ovel and, Littleton, Lowell, Mddleton, North Reading,
Pepperel I, Tewksbury, Tyngsboro, Westford, W] m nton)

| RONOO37E 01/ 04/ 1999
Rat es Fri nges
BARNSTABLE; BRI STOL (Acushnet, Attl eboro, Berkl ey, Dartnouth,
Di ght on, Fairhaven, Fall River, Freetown, Mansfield, New Bedford,
North Attleboro, Norton, Raynham Rehoboth, Seekonk, Sonerset,
Swansea, Taunton, Westport); DUKES; NANTUCKET; NORFOLK
(Billingham Franklin, Plainville, Wentham

| RONOO57A 11/01/ 1999
Rat es Fri nges
M DDLESEX (Ashby, Ashland, Ayer, Boxboro, Holliston, Hopkinton,
Hudson, Marl boro, Shirley, Stow, Townsend); NORFCOLK ( Medway)

| RONVORKERS 26. 25 12. 20



LABC0014B 06/ 01/ 1999
Rat es Fri nges
SUFFOLK COUNTY (Boston, Chel sea, Revere, Wnthrop, Deer Island,
Nut [|sland, Canbridge)

PLASTERER TENDERS 20.75 7.95

BARNSTABLE, BRI STOL, DUKES, ESSEX, M DDLESEX, NANTUCKET, AND
NORFOLK COUNTI ES

PLASTERER TENDERS 19. 05 7.45

LABC00221 06/ 01/ 1999
Rat es Fri nges
SUFFOLK COUNTY (BOSTON, CHELSEA, REVERE, W NTHROP, DEER & NUT
| SLAND AND CAMBRI DGE)

LABORERS:
Goup 1 20.75 7.95
G oup 2 21.00 7.95
Goup 3 21.50 7.95
Goup 4 21.75 7.95
Goup 5 21.50 7.95
Goup 6 22.75 7.95

LABORERS CLASSI FI CATI ONS
GROUP 1: Laborers; Carpenter Tenders

GROUP 2: Jackhammer operator; pavenent breaker; asphalt raker
carbide core drilling nmachi ne; chain saw operator; pipelayer;
barco type junping tanmpers; |aser beam concrete punp; mason
tender; notorized mxer; ride-on nmotorized buggy; fence and beam
rail erector

GROUP 3: Air track, block paver; rummer; curb setter
GROUP 4: Bl aster; powderman
GROUP 5: Pre-cast floor and roof plank erector

GROUP 6: Asbestos renoval | aborers

LABC0022J 06/ 01/ 1999
Rat es Fri nges
BARNSTABLE, BRI STOL, DUKES, ESSEX, M DDLESEX, NANTUCKET, AND
NORFOLK COUNTI ES



LABORERS:

Goup 1 19. 05 7.45
G oup 2 19. 30 7.45
Goup 3 19. 80 7.45
Goup 4 20. 05 7.45
Goup 5 19. 80 7.45
Goup 6 21.05 7.45

LABORERS CLASSI FI CATI ONS
GROUP 1: Laborers; Carpenter Tenders
GROUP 2: Jackhammer operator; pavenent breaker; asphalt raker
carbide core drilling nmachi ne; chain saw operator; pipelayer;
barco type junping tanmpers; |aser beam concrete punp; mason
tender; notorized mxer; ride-on notorized buggy; fence and beam
rail erector
GROUP 3: Air track, block paver; runmmer; curb setter
GROUP 4: Bl aster; powderman

GROUP 5: Pre-cast floor and roof plank erector

GROUP 6: Asbestos renoval | aborers

LABO1421D 06/ 01/ 1999
Rat es Fri nges
ESSEX; SUFFOLK; M DDLESEX; AND NORFOLK COUNTI ES

VRECKI NG LABCORERS:

Yardnmen Laborer (Sal vage Yard only) 16.85 7.95
Yardmen Burners, Sawyers 19. 95 7.95
W ecki ng Laborers 20. 85 7.95
Adzeman 20. 85 7.95
Bur ners, Jackhanmers 21.10 7.95
Smal | Front Loaders on Tract and

Bobcat Operators 21.35 7.95
Asbest os Renovers 22.85 7.95

BARNSTABLE; BRI STOL; DUKES; AND NANTUCKET COUNTI ES

VRECKI NG LABORERS 20. 85 7.95



PAI NOO35D 07/ 01/ 1999
Rat es Fri nges
BARNSTABLE; BRI STOL; ESSEX; NANTUCKET; DUKES; COUNTIES; REMAI NDER
OF NORFOLK; M DDLESEX AND SUFFOLK COUNTI ES

PAI NTERS:
NEW CONSTRUCTI ON:
Brush, Taper 24.75 9.17
Spray, Sandbl ast 25.75 9.17
REPAI NT:
Brush, Taper 22.81 9.17
Spray, Sandbl ast 23.81 9.17

PAI NOO35M 07/ 01/ 1999
Rat es Fri nges
M DDLESEX (Canbri dge, Everett, Ml den, Medford, Somerville)
SUFFOLK COUNTY (Boston, Chel sea) NORFOLK COUNTY ( Brookline)

PAI NTERS:
NEW CONSTRUCTI ON;
Brush, Taper 28.05 9.17
Spray, Sandbl ast 29.05 9.17
REPAI NT;
Brush, Taper 26.11 9.17
Spray, Sandbl ast 27.11 9.17

PAI N1044A 10/ 17/ 1997

Rat es Fri nges
ESSEX; M DDLESEX; NORFOLK; SUFFOLK
GLAZI ERS 25.21 9.60
PAI N1333G 09/ 24/ 1996
Rat es Fri nges
BARNSTABLE, BRI STOL, DUKES, NANTUCKET
G aziers 23. 96 4. 90+A

FOOTNOTE:
A.  PAI D HOLI DAYS; LABOR DAY (Provided enpl oyee has worked any
part of the week prior to Labor Day and part of the week after
Labor Day)



PLAS0534A 09/01/1999

Rat es Fri nges
ESSEX (Amesbury, Andover, Boxford, Ceorgetown, G ovel and,
Haverhill, Law ence, Merrinmac, Methuen, North Andover, Sali sbury,

West Newbury); M DDLESEX (Acton, Arlington, Bedford, Billerica,
Burlington, Canbridge, Carlisle, Chensford, Dracut, Dunstable,
Everett, Littleton, Lowell, Ml den, Medford, Melrose, Reading,
Nort h Readi ng, Stoneham Tewksbury, Tyngsboro, Wakefi el d,
Westford, WImngton, Wnchester & Wburn); AND NORFOLK
(Brookline, MIton)SUFFOLK COUNTY

PLAS0534D 03/01/ 1999
Rat es Fri nges
M DDLESEX (Arlington, Canbridge, Everett, Ml den, Medford,
Mel rose, Somerville); NORFOLK (Brookline, MIton): and SUFFOLK

PLASTERERS 25. 30 14. 58

PLUMDOO4A 09/ 01/ 1999
Rat es Fri nges
M DDLESEX (Ashby, Ayer - West of Geenville branch of Boston and
Mai ne Railroad, Ft. Devens, G oton, Shirley, Townsend)

PLUMBERS & PI PE FI TTERS 23. 86 9. 30

PLUMDO12E 09/ 01/ 1999

Rat es Fri nges
ESSEX (Lynn, Lynnfield, Nahant, Saugus, Swanpscott); M DDLESEX
(Acton, Arlington, Ashland, Ayer - except W of Geenville Branch
of Boston & Maine RR Bedford, Belnont, Billerica, Boxboro,
Burlington, Canbridge, Carlisle, Chelnsford, Concord, Dracut,
Dunst abl e, Everett, Fram ngham Hudson, Holliston, Hopkinton,
Lexi ngton, Lincoln, Littleton, Lowell, Malden, Marlboro, Mynard,
Medf ord, Melrose, Natick, Newton, North Reading, Pepperell,
Readi ng, Sherborn, Sonmerville, Stoneham Stow, Sudbury,
Tewksbury, Tyngsboro, Wakefield, Waltham Watertown, Wayl and,
Westford, WImngton, Wnchester, Wburn); NORFOLK (Bellingham
Brai ntree, Brokline, Canton, Cohasset, Dedham Dover, Foxboro,
Franklin, Medfield, Medway, MIIlis, MIton, Needham NorfolKk,
Norwood, Plainville, Quincy, Sharon, Wl pole, Wellesley,
West wood, Weynout h, Wenthan); AND SUFFOLK COUNTI ES

PLUMBERS 29.22 11.73

PLUMDO51D 09/ 01/ 1999
Rat es Fri nges
BARNSTABLE; BRI STOL; DUKES; NANTUCKET; AND NORFCOLK (Avon,
Hol br ook, Randol ph, St oughton) COUNTI ES

PLUMBERS & PI PEFI TTERS 24. 20 9.52



PLUMD138A 09/01/1999

Rat es Fri nges
ESSEX (Ames, Andover, Beverly, Boxford, Byfield, Danvers, Essex,
Ceorgetown, 4 oucester, Goveland, Hamlton, Haverhill, Ipsw ch,

Law ence, Manchester, Marbl ehead, Merrinmac, Methuen, M ddl eton,
Newbury, Newburyport, North Andover, Peabody, Rockport, Row ey,
Sal em Salisbury, Topsfield, Wenham Wst Newbury)

PLUMBERS, PI PEFI TTERS,
and STEAMFI TTERS 24,32 10. 85

PLUMD537C 09/ 01/ 1999

Rat es Fri nges
M DDLESEX (Arlington, Canbridge, Everett, Lincoln, Malden,
Medf ord, Mel r ose, Readi ng, Wakefi el d, W nchester and Wburn),
NORFOLK (Bel | i ngham Braintree, Brookline, Canton, Cashasset,
(Bel l'i ngham Braintree, Brookline, Canton Cashasset, Dedham
Foxboro, Franklin, MIlis, MIton, Sharon, Wl pole, Wstwood, and
W ent han) ESSEX (Lynn, Lynnfield, Nahant, Saugus, Swanpscott)
SUFFOLK (Boston and Chel sea)

Pl PEFI TTERS 29. 46 11. 69

ROCFO033A 02/01/1999

Rat es Fri nges
ROOFERS:
Al Tear-off and/or renmoval of any
types of roofing, and all spudding,
sweepi ng, vacuum ng and/or cl eanup
of any and all areas of any type
where a roof is to be relaid 22.96 10. 65
SFMAO550A 09/ 16/ 1998
Rat es Fri nges

BRI STOL (Portion within 35 mle radius fromBoston Gty Hall;
ESSEX; M DDLESEX (Except Ashby, Townsend, and portions of
Pepperell and Shirley beyond 35 mle radius fromBoston City

Hal 1) ; NORFOLK; PLYMOUTH (Portion within 35 mle radius of Boston
City Hall); SUFFOLK

SPRI NKLER FI TTERS 33. 40 6.76

MAO00001 - 1
SFMAOG669A 01/ 01/ 2000
Rat es Fri nges
BARNSTABLE; BRI STOL (Beyond 35 nmile radius of Boston City Hall);
DUKES; M DDLESEX ( Ashby, Townsend, portions of Pepperell and
Shirley beyond 35 mile radius of Boston Gty Hall); NANTUCKET;
PLYMOUTH (Beyond 35 mile radius of Boston City Hall)



SPRI NKLER FI TTERS 25.53 6. 45

SFMAO676A 01/01/ 1999
Rat es Fri nges
BRI STOL ( Seekonk, Swansea, and Sonerset)

SPRI NKLER FI TTERS 26.15 8.85

SHEEOO017C 02/ 01/ 1999
Rat es Fri nges
BRI STOL (Attleboro, Berkley, Easton, Mansfield, North Attl eboro,
Nort on, Raynham Taunton); ESSEX; M DDLESEX; NORFOLK; PLYMOUTH
(except except Marion, Mattapoisett, Rochester, Warehan); SUFFOLK

SHEET METAL WORKERS 27.83 13.69

SHEEOO017G 01/01/1998
Rat es Fri nges
BARNSTABLE; BRI STOL (Acushnet, Dartrnouth, Dighton, Fairhaven,
Fall River, Freetown, Rehoboth, Seeekonk, Sonerset, Swansea,
West port, New Bedford); DUKES; AND NANTUCKET

SHEET METAL WORKERS 20.59 11. 04

TEAMD379A 12/01/1998

Rat es Fri nges
TRUCK DRI VERS:
Goup 1 21.03 8. 36+A+B
Goup 2 21. 20 8. 36+A+B
G oup 3 21. 27 8. 36+A+B
Goup 4 21. 39 8. 36+A+B
Goup 5 21.49 8. 36+A+B
Goup 6 21.78 8. 36+A+B
Goup 7 22. 07 8. 36+A+B

PONER TRUCKS $. 25 DI FFERENTI AL BY AXLE
TUNNEL WORK ( UNDERGROUND ONLY) $.40 DI FFERENTI AL BY AXLE

TRUCK DRI VERS CLASSI FI CATI ONS

Group 1: Station wagons; panel trucks; and pickup trucks

Goup 2: Two axle equipnent; & forklift operator

G oup 3: Three axle equipnment and tireman

G oup 4: Four and Five Axle equi prment

G oup 5: Specialized earth noving equi pment under 35 tons other
t han conventional type trucks; |ow bed; vachual;
mechani cs, paving restoration equi prment

Goup 6: Specialized earth noving equi pment over 35 tons

Goup 7: Trailers for earth noving equi pnent (doubl e hookup)



FOOTNOTES:

A.  PAID HOLI DAYS: New Year's Day, Washington's Birthday,
Menori al Day, |ndependence Day, Labor Day, Patriot's Day,
Col unbus Day, Veteran's Day, Thanksgiving Day, and
Chri st mas Day

B. PAID VACATION:  Enpl oyees with 4 nmonths to 1 year of
service receive 1/2 day's pay per nonth; 1 week
vacation for 1 - 5 years of service; 2 weeks vacation
for 5 - 10 years of service; and 3 weeks vacation for
nmore than 10 years of service

VELDERS - Receive rate prescribed for craft perform ng operation
to which welding is incidental

Unlisted classifications needed for work not included within the
scope of the classifications |listed may be added after award only
as provided in the | abor standards contract clauses (29 CFR?5.5(a

WAGE DETERM NATI ON APPEALS PROCESS

1.) Has there been an initial decision in the matter? This can
be:

* an existing published wage determ nation

a survey underlying a wage determnation

a Wage and Hour Division letter setting forth a

position on a wage determ nation matter

* a conformance (additional classification and rate)
ruling

* ok

On survey related matters, initial contact, including requests
for sunmaries of surveys, should be with the Wage and Hour
Regional O fice for the area in which the survey was conducted
because those Regional Ofices have responsibility for the
Davi s- Bacon survey program |If the response fromthis initia

contact is not satisfactory, then the process described in 2.)
and 3.) should be followed.

Wth regard to any other matter not yet ripe for the formal
process described here, initial contact should be with the Branch
of Construction Wage Determinations. Wite to:

Branch of Construction Wage Determ nations
Wage and Hour Division

U S. Departnment of Labor

200 Constitution Avenue, N. W

Washi ngton, D. C. 20210



2.) If the answer to the question in 1.) is yes, then an
interested party (those affected by the action) can request
revi ew and reconsideration fromthe Wage and Hour Admi ni strator
(See 29 CFR Part 1.8 and 29 CFR Part 7). Wite to:

Wage and Hour Admi ni strator

U S. Department of Labor

200 Constitution Avenue, N. W
Washi ngton, D. C. 20210

The request shoul d be acconpanied by a full statement of the
interested party's position and by any information (wage paynent
data, project description, area practice material, etc.) that the
requestor considers relevant to the issue.

3.) If the decision of the Adm nistrator is not favorable, an
interested party may appeal directly to the Admi nistrative Review
Board (fornerly the Wage Appeals Board). Wite to:

Adm ni strative Revi ew Board

U S. Departnment of Labor

200 Constitution Avenue, N. W
Washi ngton, D. C. 20210

4.) Al decisions by the Admi nistrative Review Board are final.
END OF GENERAL DEC! SI ON
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SECTI ON 01110

SUMVARY OF WORK

PART 1 GENERAL

1.1 WORK COVERED BY CONTRACT DOCUMENTS

1.1.1 Proj ect Description

The work includes the renoval and repl acenent of existing piping, valves,
coupl i ngs, supports ect. in an existing water neter vault and the preparation
and painting of a 10" dianeter gate valve and incidental related work.

1.1.2 Locati on

The work shall be located at the Vol pe National Transportati on Systens Center
Canbri dge, MA, approximately as on the contract drawi ngs. The exact |ocation
will be shown by the Contracting O ficer.

1.2 EXI STI NG WORK

In addition to "FAR 52.236-9, Protection of Existing Vegetation, Structures,
Equi prent, Uilities, and | nprovenents”:

a. Renove or alter existing work in such a manner as to prevent injury
or damage to any portions of the existing work which remain.

b. Repair or replace portions of existing work which have been altered
during construction operations to match existing or adjoining work,
as approved by the Contracting Oficer. At the conpletion of
operations, existing work shall be in a condition equal to or better
than that which existed before new work started.

PART 2 PRODUCTS
Not used.
PART 3 EXECUTI ON

Not used.



SECTI ON 01140

WORK RESTRI CTI ONS
09/ 98

PART 1 GENERAL

1

1

1 SPECI AL SCHEDULI NG REQUI REMENTS

a. Have all materials, equipnent, and personnel required to performthe
work at the site prior to the commencenent of the work.

b. Wbirk under this contract cannot begin unitl a new doubl e check val ve
has been installed in Building 1 Mechanical Room under a separate
contract.

c. The Volpe Center will remain in operation during the entire
construction period. The Contractor shall conduct his operations so
as to cause the least possible interference with normal operations of
the activity.

d. Permission to interrupt any Activity roads, and/or utility service
shall be requested in witing a mnimum of 7 cal endar days prior to
the desired date of interruption

2 CONTRACTOR ACCESS AND USE OF PREM SES

1.2.1 Activity Regul ati ons

Ensure that Contractor personnel enployed on the Activity becone famliar with
and obey Activity regul ations including safety, fire, trafic and security
regul ations. Keep within the limts of the work and avenues of ingress and
egress. Wear hard hats in designated areas. Do not enter any restricted
areas unless required to do so and until cleared for such entry. The
Contractor's equi prent shall be conspicuously marked for identification

1.2.2 Wor ki ng Hour s
Regul ar wor ki ng hours shall be schedul ed, between 6 a.m and 6 p.m.
1.2.3 Cccupi ed and Exi sting Buil di ng[ s]

The Contractor shall be working around existing buildings which are occupi ed.
Do not enter the buildings without prior approval of the Contracting Oficer

1.2.4 Uility Cutovers and Interruptions

a. Mke utility cutovers and interruptions after normal working hours or
on Saturdays, Sundays, and Governnent hol i days.

PART 2 PRODUCTS

Not used.

PART 3 EXECUTI ON

Not used.



SECTI ON 01310

ADM NI STRATI VE REQUI REMENTS
03/ 98

PART 1 GENERAL

1.

1 SUBM TTALS

Submit the following in accordance with Section 01330, "Submittal Procedures.
1.1.1 SD- 18 Records
a. List of contact personnel G

b. Personnel |ist G

.2 CONTRACTOR PERSONNEL REQUI REMENTS

1.2.1 Subcontractors and Personne

Furnish a list of contact personnel of the Contractor and subcontractors

i ncl udi ng addresses and tel ephone nunbers for use in the event of an
energency. As changes occur and additional information becones avail abl e,
correct and change the information contained in previous lists.

1.2.2 I dentification Badges

Identification badges, if required, will be furnished w thout charge.
Application for and use of badges will be as outlined at the pre-construction
conference. |Immediately report instances of |ost or stolen badges to the
Contracting O ficer.

1.2.3 Contractor Personnel Requirenents
Failure to obtain entry approval will not affect the contract price or tine of
conpl eti on.

1.2.4 Enpl oynment Restrictions

.2.4.1 Per sonnel Li st

Submit for approval, at least 15 days prior to the desired date of entry, an
original al phabetical |ist of personnel who require entry into Governnent
property to performwork on the project. Furnish for each person

a. Nane

b. Date and place of birth

c. Home address

d. Social security nunber



The request for personnel passes shall be acconpanied with the foll ow ng
certification:

"I hereby certify that all personnel on this list are either born U S.
citizens, naturalized US. citizens with the naturalization nunber shown, or
legal aliens with the alien registration nunber indicated."

Si gnat ur e/ Fi r m Nane

(all information submtted will be handled as confidential)

1.2.4.2 Contr ol

Maintain strict accountability over passes. |Imediately report to the source
of issue, passes missing or lost and the circunstances.

1.3 SUPERVI SI ON

Have at | east one qualified supervisor capable of reading, witing, and
conversing fluently in the English | anguage on the job site during working
hour s.

1.4 PRECONSTRUCTI ON CONFERENCE

After award of the contract but prior to commencenent of any work at the site,
meet with the Contracting Oficer to discuss and devel op a nutua

understanding relative to the adm nistration of the contract, safety program
preparati on of the schedule prices, shop draw ngs, and other submttals,
schedul i ng progranmm ng, and prosecution of the work. Major subcontractors who
will engage in the work shall also attend.

PART 2 PRODUCTS
Not used.
PART 3 EXECUTI ON

Not used.



SECTI ON 01320

CONSTRUCTI ON PROGRESS DOCUMENTATI ON
09/ 98

PART 1 GENERAL

1.

1 SUBM TTALS

Submit the following in accordance with Section 01330, "Submittal Procedures.”
1.1.1 SD- 07 Schedul es

a. Construction schedul e G

.2 CONSTRUCTI ON SCHEDULE

Wthin 21 days after receipt of the Notice of Award, prepare and submt to the
Contracting O ficer for approval a construction schedule in the formof a
progress chart in accordance with the terns in Contract C ause "FAR 52.236- 15,
Schedul es for Construction Contracts," except as nodified in this contract.

.3 UPDATED SCHEDULES

Update the constructi on schedul e when schedul e has been revised. Reflect any
changes occurring since the | ast update.

PART 2 PRODUCTS

Not used.

PART 3 EXECUTI ON

Not used.



SECTI ON 01330

SUBM TTAL PROCEDURES
12/ 95

PART 1 GENERAL

1.

1 DEFI NI TI ONS

1.1.1 Submi ttal

Shop draw ngs, product data, sanples, and adm nistrative and cl oseout
submttals presented for review and approval.

1.1.2 Wor k

As used in this section, on- and off-site construction required by the
Contract documents, including | abor necessary to produce the construction and
mat eri al s, products, equipnent, and systens incorporated or to be incorporated
in such construction.

.2 SUBM TTALS

Al submittals are classified as indicated in the paragraph "Schedul e of

Submittal Descriptions.”™ Submttals marked "G' indicate that the Governnent

is the review and approval authority.

Submit the following in accordance with the requirenents of this section.
1.2.1 SD- 18 Records

a. Submittal register G

.2.1.1 Submittal Register

State for each submittal the Contractor's planned submittal date. Submt
within 21 days after contract award. Submit on copies of the "Submttal
Register." (Cbtain the original fromthe foll owi ng source:

a. Fromthe register with the submttal itenms filled in, attached.

.2.1.2 Government's Responsibilities

The Governnent wl | :

a. Note the date on which the submttal was received fromthe
Contractor.

b. Review submittals for approval within the scheduling period specified
and conformance with project design concepts and conpliance with the
Contract docunents.

c. ldentify returned subnmittals with one of the actions defined in the
par agraph entitled "Actions Possible" and with marki ngs appropriate
for the action indicated.



1.

1.

2.1.3 Actions Possible

Submittals will be returned with one of the foll owi ng notations:
a. Submittals marked "not reviewed" will indicate the submittal has been
previously reviewed and approved, is not required as a submttal,

does not have evidence of being reviewed and approved by the
Contractor, or is not conplete. A submttal marked "not revi ened"
will be returned with an explanation of the reason it is not
reviewed. Returned submttals deened to | ack review by the
Contractor or to be inconplete shall be resubmitted with appropriate
action, coordination, or change.

b. Submittals nmarked "approved" or "approved as submtted" authorize the
Contractor to proceed with the work covered.

c. Submittals marked "approved as noted" authorize the Contractor to
proceed with the work as noted provided the Contractor takes no
exception to the notations.

d. Submittals marked "revise and resubmit"” or "disapproved" indicate the
submttal is inconplete or does not conply with the design concept or
the requirenents of the Contract docunents and shall be resubmtted
wi th appropriate changes.

3 FORMAT OF SUBM TTALS

1.3.1 Transm ttal Form

Transmit each submittal to the Contracting Oficer. Transmt submittals with
atransmttal formprescribed by the Contracting Oficer and standard for the
project. The transmittal formshall identify the Contractor, indicate the
date of the submittal, and include information prescribed by the transmttal
formand required in the paragraph entitled "lIdentifying Submttals."

.3.1.1 Revi ewi ng, Certifying, Approving Authority

The Governnent shall be responsible for reviewi ng and certifying that
submttals are in conpliance with contract requirenents.

1.3.2 Identifying Submittals
Identify submittals with the followi ng information permanently adhered to or
noted on each separate conponent of each subnmittal and noted on the
transmttal form Mark each copy of each submittal identically, with the
fol | owi ng:
a. Project title and |ocation.

b. Construction contract nunber.

c. The section nunber of the specification section for which the
submttal is required.



d. For a resubm ssion, an al phabetic suffix on the submttal
description, for exanple, SD-10A, to indicate the resubm ssion.

e. The name, address, and tel ephone nunber of the subcontractor,
supplier, manufacturer or any other second tier contractor associ ated
with the submttal.

f. Product identification and |location in project.

1.4 QUANTI TY OF SUBM TTALS

1.4.1 Nunber of Copies of Product Data

a. Submt six copies.
1.4.2 Nunber of Copies of Shop Draw ngs
a. For shop drawi ngs presented on sheets larger than 8 1/2 by 14 inches,
submt one reproducible and three prints of each shop draw ng
prepared for this project.

(1) Transmit reproducibles rolled in mailing tubes.

(2) After review, the approving authority will retain the prints and
return only the reproducible with notation resulting fromthe review

b. For shop draw ngs presented on sheets 8 1/2 by 14 inches or |ess,
conformto the quantity requirements for product data.

1.5 SCHEDULE OF SUBM TTAL DESCRI PTI ONS ( SD)

SD- 02 Manufacturer's Catal og Data

Dat a conposed of catal og cuts, brochures, circulars, specifications and
product data, and printed information in sufficient detail and scope to verify
conpliance with the contract docunents.

SD- 04 Dr awi ngs

Submittal s which graphically show rel ati onship of various components of the
wor k, schematic diagranms of systens, detail of fabrications, |ayout of
particul ar el ements, connections, and other relational aspects of the work.

SD- 07 Schedul es

A tabular list of data including |location and features regardi ng products,
mat eri al s, equi pment, or conponents to be used in the work.

SD- 08 St atements

Docurent, required of Contractor, or through Contractor by way of a supplier,
installer, manufacturer, or other lower tier Contractor, the purpose of which
is to further the quality or orderly progression of a portion of work by
docunenti ng procedures, acceptability of nethods or personnel, qualifications,
or other verification of quality. a type of shop draw ng.



SD- 13 Certificates
Statements signed by responsible officials of manufacturer of product, system
or material attesting that product, system or material neet specified
requi renents. Statenents nust be dated after award of this contract, nane
project, and list specific requirenents which it is intended to address. A
type of shop drawi ng

SD- 18 Records

Docunmentation to ensure conpliance with an adm nistrative requirenent or to
establish an adm nistrative nmechani sm

PART 2 PRODUCTS
Not used.
PART 3 EXECUTI ON

Not used.



SECTI ON 01450

QUALI TY CONTRCL
09/ 98

PART 1 GENERAL

1.

1 SUBM TTALS

Submit the following in accordance with Section 01330, "Submittal Procedures.”
1.1.1 SD- 18 Records
a. Qality Control (QC) plan G

Submit a QC plan within 15 cal endar days after receipt of Notice of Award.

.2 I NFORVATI ON FOR THE CONTRACTI NG OFFI CER

Deliver the following to the Contracting O ficer:

a. Conbi ned Contractor Production Report/Contractor Quality Control
Report (1 sheet): Oiginal and 1 copy, by 10:00 AMthe next worKking
day after each day that work is perforned,

b. Field Test Reports: 2 copies, within 2 working days after the test
is performed, attached to the Contractor Quality Control Report;

.3 QC PROGRAM REQUI REMENTS

1.3.1 Prelimnary Wirk Authorized Prior to Approval

The only work that is authorized to proceed prior to the approval of the QC
plan is mobilization of storage areas, tenporary utilities, and surveying.

1.3.2 Appr oval

Approval of the QC plan is required prior to the start of construction. The
Contracting O ficer reserves the right to require changes in the QC Pl an and
operations as necessary to ensure the specified quality of work. The
Contracting OFficer reserves the right to interview any nenber of the QC
organi zation at any tine in order to verify the submtted qualifications.

1.3.3 Notification of Changes

Notify the Contracting Oficer, in witing, of any proposed change, including
changes in the QC organi zati on personnel, mninum of seven cal endar days prior
to a proposed change. Proposed changes nust be approved by the Contracting
Oficer.



1

4 QUALI TY CONTRCL (QC) PLAN

1.4.1 Requi renent s

Provide for approval by the Contracting Oficer, a QC plan submtted in a 3-
ring binder that covers, both on-site and off-site work and includes, the
fol | owi ng:

a. A table of contents listing the major sections identified with tabs
in the follow ng order

l. QC ORGANI ZATI ON
. NAVES AND QUALI FI CATI ONS
I, DUTI ES, RESPONSI Bl LI TY AND AUTHORI TY OF QC PERSONEL
a. Nanmes and qualifications, for each person in the QC organization

b. Duties, responsibilities and authorities of each person in the QC
organi zati on.

.5 TESTI NG

Except as stated otherwise in the specification sections, performsanpling and
testing required under this contract.

1.5.1 Testing Laboratory Requirenents

Provi de an i ndependent testing |aboratory qualified to perform sanpling and
tests required by this contract.:

1.5.2 Accredi ted Laboratories

Accept abl e accreditation prograns are the National Institute of Standards and
Technol ogy (NI ST)/National Voluntary Laboratory Accreditation Program (NVLAP),
the American Association of State Hi ghway and Transportation Oficials
(AASHTO program and the Anmerican Association for Laboratory Accreditation
(A2LA) program Furnish to the Contracting O ficer a copy of the Certificate
of Accreditation and Scope of Accreditation and |atest directory of the
accrediting organization for accredited | aboratories. The scope of the

| aboratory's accreditation shall include the test nmethods required by the
contract.

1.5.3 Test Results

Cite applicable Contract requirenments, tests or anal ytical procedures used.
Provide actual results and include a statenent that the itemtested or

anal yzed confornms or fails to conformto specified requirenments. If item
fails to conform notify the Contracting Oficer inmediately. Conspicuously
stanp the cover sheet for each report in large red letters "CONFORMS' or "DCES
NOT CONFORM' to the specification requirenents, whichever is applicable. Test
results shall be signed by a testing | aboratory representative authorized to
sign certified test reports. Furnish the signed reports, certifications, and
ot her docunmentation to the Contracting Oficer via the QC Manager. Furnish a
summary report of field tests at the end of each nonth. Attach a copy of the
summary report to the last daily Contractor Quality Control Report of each
nont h.



1.5.4 Test Reports

The Contractor shall furnish the signed reports, certifications, and a sumary
report of field tests to the Contracting Oficer

.6 DOCUMENTATI ON

Mai ntain current and conplete records of on-site and off-site QC program
operations and activities.

1.6.1 Contractor Production Report

Reports are required for each day that work is performed and shall be attached
to the Contractor Quality Control Report prepared for the same day. Account
for each cal endar day throughout the life of the Contract. The reporting of
work shall be identified by term nol ogy consistent with the construction
schedul e. Contractor Production Reports are to be prepared, signed and dated
by the project superintendent and shall contain the foll ow ng information

a. Date of report, report nunber, nanme of Contractor, Contract nunber,
title and location of Contract and superintendent present.

b. Wather conditions in the nmorning and in the afternoon including
maxi mum and m ni mum t enper at ur es.

c. Alist of Contractor and subcontractor personnel on the work site,
their trades, enployer, work |ocation, description of work perfornmed
and hours worked.

d. Alist of job safety actions taken and safety inspections conduct ed.
Indicate that safety requirenments have been net including the results
on the foll ow ng:

- Was a job safety neeting held? (If YES, attach a copy of the
nmeeti ng mi nutes)

- Were there any lost time accidents? (If YES, attach a copy of
t he conpl eted OSHA report.)

- Was crane/trenching/scaffol d/ hi gh voltage el ectrical/high work
done? (If YES, attach a statenent or checklist show ng inspection
perforned.)

- Was hazardous material/waste released into the environnment? (If
YES, attach a description of neetings held and acci dents that
happened.)

e. Alist of equiprment/material received each day that is incorporated
into the job.

f. Alist of construction and plant equi pment on the work site including
t he nunber of hours used, idle and down for repair.



g. Include a "remarks"” section in this report which will contain
pertinent information including directions received, problens
encount ered during construction, work progress and del ays, conflicts
or errors in the drawi ngs or specifications, field changes, safety
hazards encountered, instructions given and corrective actions taken
del ays encountered and a record of visitors to the work site.

1.6.2 Testing Plan and Log

As tests are perfornmed, the QC Manager shall record on the "Testing Plan and
Log" the date the test was conducted, the date the test results were forwarded
to the Contracting O ficer, any remarks and acknow edgenent that an accredited
or Contracting Oficer approved testing |aboratory was used. Attach a copy of
the updated "Testing Plan and Log" to the last daily Contractor Quality
Control Report of each nonth.

1.6.3 As-Built Draw ngs

The QC Manager is required to review the as-built drawi ngs required by Section
01770, "d oseout Procedures,"” to ensure that as-built draw ngs are kept
current on a daily basis and marked to show devi ati ons whi ch have been nade
fromthe Contract drawi ngs. The QC Manager shall initial each deviation or
revision. Upon conpletion of work, the QC Manager shall subnmit a certificate
attesting to the accuracy of the as-built draw ngs prior to submission to the
Contracting Oficer.

1.6.4 Report Forns
The following fornms, which are attached at the end of this section, are
acceptable for providing the information required by the paragraph entitled
"Documentation.”™ Wile use of these specific formats are not required, any
other format used shall contain the sane information

a. Conbi ned Contractor Production Report and Contractor Quality Control
Report (1 sheet), with separate continuation sheet.

PART 2 PRODUCTS
Not used.
PART 3 EXECUTI ON

Not used.



SECTI ON 01525

SAFETY REQUI REMENTS
09/ 98

PART 1 GENERAL

1

1

1

1 SUMVARY
2 REFERENCES

The publications listed below forma part of this specification to the extent
referenced. The publications are referred to in the text by the basic
designation only.

CORPS OF ENG NEERS ( COE)
CCE EM 385-1-1 (1996) Safety and Heal th Requirenments Mnual
NATI ONAL FI RE PROTECTI ON ASSOCI ATl ON ( NFPA)

NFPA 241 (1996) Saf eguardi ng Construction, Alteration
and Denolition QOperations

3 DEFI NI TI ONS

a. Confined Space. A space which by design has |inmted openings for
entry and exit, unfavorable natural ventilation which could contain
or produce dangerous air contam nants, and which is not intended for
conti nuous enpl oyee occupancy, engul frent or any other recognized
safety or health hazard. Confined spaces include, but are not
limted to storage tanks, process vessels, pits, silos, vats,
degreasers, reaction vessels, boilers, ventilation and exhaust ducts,
sewers, tunnels, underground utility vaults, and pipelines.

b. Recordable Gccupational Injuries or Illness. An occupational injury
or illnesses which result in serious injuries, |ost workday cases,
non-fatal cases or significant n shaps.

c. Serious Injuries & Fatalities. Regardless of the tine between the
injury and death or the length of the illness; hospitalization of
three or nore enpl oyees; or property damage in excess of $200, 000.

d. Lost Wirkday Cases. Injuries, other than fatalities, that result in
| ost wor kdays.

e. Non-Fatal Cases. Cases without |ost workdays which result in
transfer to another job or term nation of enploynent, or require
medi cal treatnment (other than first aid) or involve property danmage

in excess of $10,000 but |ess than $200,000 or involve: |oss of
consci ousness or restriction of work or nmotion. This category al so
i ncl udes any di agnosed occupational illnesses which are reported to

t he enpl oyer but are not classified as facilities or |ost workday
cases.



f. Safety Oficer. The superintendent or other qualified or conpetent
person who is responsible for the on-site safety required for the
project. The contractor quality control person cannot be the safety
of ficer, even through the QC has safety inspection responsibilities
as part of the QC duties.

g. Significant Contractor Mshap. A contractor nishap which involves
falls of 4 feet or nore, electrical mshaps, confined space m shaps,
di ving m shaps, equi prent m shaps, and fire m shaps which result in a
lost tine injury, or property danage of $10,000 or nore, but |ess
t han $200, 000; or when fire department or emergency nedical treatnent
(EMT) assistance is required.

h. Medical Treatnment. Treatnment adm nistered by a physician or by
regi stered professional personnel under the standing orders of a
physician. Medical treatnent does not include first aid treatnent
provi ded by a physician or registered personnel.

i. First Ald. A one-time treatnment, and followup visit for the purpose
of observation, of mnor scratches, cuts, burns, splinters, and so
forth, which do not ordinarily require nmedical care, even though
provi ded by a physician or registered professional personnel.

1.4 SUBM TTALS

Submit the following in accordance with Section 01330, "Subnmittal Procedures.”
1.4.1 SD-08 Statenents
a. Accident prevention plan (APP) G
1.4.1.1 Acci dent Prevention Plan (APP)
Submit at |east 15 cal endar days prior to start of work at the job site,
foll ow Appendi x A of COE EM 385-1-1, nake APP site specific, Notice To Proceed
will be given after Governnent finds the APP acceptable.
1.4.2 SD- 18 Records
a. Daily Confined Space Entry Permt G
Submit one copy of each permt attached to each Daily Production Report.

b. Records G

Submit reports as their incidence occurs, in accordance with the
requi renents of the paragraph entitled, "Reports.”
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5 QUALI TY ASSURANCE

1.5.1 Qualifications
a. Qualifications of Safety O ficer

(1) Ability to manage the on-site contractor safety programthrough
appropriate nmanagenent controls,

(2) Ability to identify hazards and have the capability to expend
resources necessary to abate the hazards.

(3) Must have worked on simlar types of projects that are equal to
or exceed the scope of the project assigned with the sane
responsibilities.

b. Qualifications of Qualified Person, Confined Space Entry. The
qual i fied person shall be capable (by education and specialized
training) of anticipating, recognizing, and eval uating enpl oyee
exposure to hazardous substances or other unsafe conditions in a
confined space. This person shall be capabl e of specifying necessary
control and protective action to ensure worker safety.

1.5.2 Meet i ngs

1.5.2.1 Preconstructi on Conf erence

The safety officer shall attend the preconstruction conference required by
Section 01310, "Adm nistrative Requirenents."

.6  ACCI DENT PREVENTI ON PLAN ( APP)

Prepare the APP in accordance with the required and advi sory provisions of COE
EM 385-1-1 including Appendi x A, "M nimum Basic Qutline for Preparation of
Accident Prevention Plan,"” and as nodified herein. Include the associated AHA
and ot her specific plans, progranms and procedures listed on Pages A-3 and A-4
of COE EM 385-1-1, sone of which are called out bel ow

1.6.1 Contents of the Accident Prevention Pl an

a. Nane and safety related qualifications of safety officer (including
training and any certifications).

b. Qualifications of conmpetent and of qualified persons.

c. ldentify of the individual who will conplete, accident
i nvestigations, reports and | ogs; and inmediate notification of
accidents to include subcontractors.

d. Emergency response plan. Conformto CCE EM 385-1-1, paragraph 01.E
and include a map denoting the route to the nearest energency care
facility with emergency phone nunbers. Contractor may be required to
denonstrate energency response.



e. Confined Space Entry Plan. ldentify the qualified person's nanme and
qualifications, training, and experience. Delineate the qualified
person's authority to direct work stoppage in the event of hazardous
conditions. Include procedure for rescue by contractor personnel and
t he coordination with enmergency responders.

1.7 DUTI ES OF THE SAFETY OFFI CER

a. Ensure construction hazards are identified and corrected.
b. Mintain applicable safety reference nmaterial on the job site.
c. Mintain a log of safety inspections perforned.

d. Attend the pre-construction conference required by Section 01310,
"Admi ni strative Requirenments."”

1.8 DI SPLAY OF SAFETY | NFORVATI ON

Display the following information in clear view of the on-site construction
per sonnel :

a. Mp denoting the route to the nearest energency care facility with
ener gency phone nunbers.

b. Confined space entry pernmit.

1.9 EMERGENCY MEDI CAL TREATMENT

Contractors will arrange for their own energency nedi cal treatnent.
Government has no responsibility to provide.

1.10 Recor ds

1.10.1 Reporting Reports

For OSHA recordabl e accidents, the prinme contractor will conduct a suitable
i nvestigation, and provide a witten report to the Contracting Oficer within
5 cal endar days of the accident.

1.10.2 Notification

Notify Contracting Oficer, within 4 hours, of any accident neeting the
definition of OSHA recordabl e occupational injury or illness. Information
shal | include Contractor nane; contract title; type of contract; name of
activity, installation or |ocation where m shap occurred; date and tine of
m shap; nanes of personnel injured; extent of property damage, if any; and
brief description of mshap (to include type of construction equi pment used,
PPE used, etc.) 1In addition to OSHA reporting requirenents, initial
notification shall be made of any accident involving significant n shaps.



1.10.3 CSHA Citations and Viol ati ons

Provide the Contracting Oficer with a copy of each OSHA citation, OSHA report
and Contractor response. Correct violations and citations pronptly and
provide witten corrective actions to the Contracting Oficer

PART 2 PRODUCTS

2.

1 CONFI NED SPACE SI GNAGE

Provi de permanent signs integral to or securely attached to access covers for
new confined spaces. Signs wording: "DANGER--PERM T REQUI RED CONFI NED SPACE
- DO NOT ENTER -" on bold letters a mnimumof one inch in height and
constructed to be clearly legible with all paint renoved. The signal word
"DANGER' and shall be red and readable from5 feet.

PART 3 EXECUTI ON

3.

1 CONSTRUCTI ON

Comply with COE EM 385-1-1, NFPA 241, the accident prevention plan, the
activity hazard analysis and other related subnittals and activity fire and
safety regul ati ons.

3.1.1 Unf or eseen Hazardous WNateri al

The design should have identified materials such as PCB, |ead paint, and
friable and nonfriabl e asbestos. |If material, not indicated, that may be
hazardous to human heal th upon di sturbance during construction operations is
encountered, stop that portion of work and notify the Contracting O ficer

i Mmediately. Wthin 7 cal endar days the Governnent will determine if the
material is hazardous. |If material is not hazardous or poses no danger, the
Government will direct the Contractor to proceed w thout change. |If material
i s hazardous and handling of the material is necessary to acconplish the work,
the Government will issue a nodification pursuant to "FAR 52.243-4, Changes"
and "FAR 52.236-2, Differing Site Conditions."

.2 PERSONNEL PROTECTI ON

3.2.1 Hazar dous Noi se
Provi de hazardous noi se signs, and hearing protection, where ever equi pnment
and work procedures produce sound-pressure |levels greater than 85 dBA steady
state or 140 dBA impul se, regardl ess of the duration of the exposure.
3.2.2 Use of Material Handling Equi prent

a. Cranes nmust be equi pped with Load Indicating Devices, anti-two bl ocks
devi ces, |oad, boom angl e nonent indicating indicators.

b. Christmas-tree lifting (nultiple rigged materials) is not allowed.



3.

3.

3.2.3 Wrk in Manhol es

Contractor shall provide nechanical ventilation for all work acconplished in
manhol es.

3.2.4 Work in Confined Spaces

Comply with the requirenments in Section 06.1 of COE EM 385-1-1 and 29CFR-
1910. 146. Any potential for a hazard in the confined space requires a permt
systemto be used.

a. Entry Procedures. Prohibit entry into a confined space by personne
for any purpose, including hot work, until the qualified person has
conduct ed appropriate tests to ensure the confined or encl osed space
is safe for the work intended and that all potential hazards are
controlled or elimnated and docunent ed. See Section 06.1.05 of CCE
EM 385-1-1 and 29CFR-1910. 146 for entry procedures. Al hazards
pertaining to the space shall be reviewed with each enpl oyee.

b. Forced air ventilation is required for all confined space entry
operations and the mnimum air exchange requirements nmust be
mai nt ai ned.

c. Ensure the use of rescue and retrieval devices in confined spaces
greater than 5 feet in depth. Conformto Sections 06.1.09, 06.1.10
and 06.1.11 of COE EM 385-1-1 and 29CFR-1910. 146

d. Include training information for enployees who will be involved as
entrant attendants for the work. Conformto Section 06.1.06 of COE
EM 385-1-1 and 29CFR-1910. 146.

e. Entry Permt. Use ENGFORM 5044-R or other formw th the same m ni mum
information for the Daily Confined Space Entry Permt, conpleted by
the qualified person. Post the pernmit in a conspicuous place close
to the confined space entrance.

3  ACCI DENT SCENE PRESERVATI ON

For serious accidents, ensure the accident site is secured and evidence is
protected remai ni ng undi sturbed until released by the Contracting O ficer

4 FI ELD QUALI TY CONTRCL

3.4.1 I nspecti ons

Include safety inspection as a part of the daily Quality Control inspections
required in Section 01450, "Quality Control."



SECTION 01770

CLOSEQUT PROCEDURES
01/ 99

PART 1 GENERAL

1.1 SUBM TTALS

Submit the following in accordance with Section 01330, "Submittal Procedures.”
1.1.1 SD- 18 Records
a. Record (As-built) Draw ngs G
b. Record of Materials G
c. Equi pnent/product warranty record G
1.1.1.1 Record (As-Built) Draw ngs

"FAC 5252. 236- 9310, Record (as-built) Draw ngs." Submit drawings with QC
certification.

1.1.1.2 Record of Materials

Submit item zed list (Record of Materials) of all materials installed on this
contract.

1.1.1.3 Equi pnent / product Warranty Record

Furnish to the Contracting Officer witten warranties for equi pment/ products
furni shed under the contract, and prepare a conplete listing of such

equi prrent / products and duration of each warranty. Include also the point of
contact for fulfillment of the warranty. The warranty period shall begin on
the sane date as project acceptance and shall continue for the full product
warranty period. Execute the full list and deliver to the Contracting Oficer
prior to final acceptance of the facility.

Furnish with each warranty the nane, address, and tel ephone nunber of the
guarantor's representative nearest to the |location where the equi pnent and
appliances are installed. The guarantor's representative, upon request of the
station representative, shall honor the warranty during the warranty peri od,
and shall provide the services prescribed by the ternms of the warranty.

1.2 CLEANUP

Leave prem ses "broom cl ean.” Renove waste and surplus materials, rubbish
and construction facilities fromthe site.

PART 2 PRODUCTS
Not used.
PART 3 EXECUTI ON

Not used.



SECTION 02510

WATER DI STRI BUTI ON

PART 1 GENERAL

1

1 REFERENCES
The publications |listed below forma part of this specification to the extent
referenced. The publications are referred to in the text by the basic
designation only.
AMERI CAN WATER WORKS ASSCCI ATI ON ( AWM
AWM C509 (1994) Resilient-Seated Gate Val ves for Water
and Sewerage Systens
AWM C600 (1993) Installation of Ductile-Iron Water Mins
and Their Appurtenances
AWM C651 (1992) Disinfecting Water Mins
.2 DESI GN REQUI REMENTS
1.2.1 Water Service Lines
Provide water service lines as indicated on the drawi ngs. Witer service |ines
shall be Ductile-iron. Provide water service |ine appurtenances as specified
and where indicated.
.3 SUBM TTALS
Submit the following in accordance with Section 01330, "Submittal Procedures.”
1.3.1 SD- 02 Manufacturer's Catal og Data
a. Water service line materials G
Submit manufacturer's standard drawi ngs or catal og cuts. Include information
concerni ng gaskets with submittal for joints and couplings.
1.3.2 SD- 13 Certificates
a. Water service materials lining and coating G
.3.2.1 Water service materials |ining and coating

Certificates shall attest that tests set forth in each applicable referenced
publicati on have been perforned, whether specified in that publication to be
mandat ory or otherwi se and that production control tests have been perforned
at the intervals or frequency specified in the publication. Qher tests shal
have been performed within 3 years of the date of submittal of certificates on
the sane type, class, grade, and size of material as is being provided for the
proj ect .



1.3.3 SD- 04 Dr awi ngs
a. Water Meter Vault Shop Draw ngs G
1.3.3.1 Water Meter vault Shop Draw ngs

Prior to fabrication submt detailed drawi ngs of all proposed piping to be
installed in the water neter vault. The draw ngs should be to scale and

i ndi cate the exact |ocation and di nensions of the existing piping that wll
remain and the exact |ocation and di nensions of the proposed piping that wll
be install ed between and connected to the existing piping.

1.4 DELI VERY, STORAGE, AND HANDLI NG

1.4.1 Del i very and Storage

I nspect materials delivered to site for danage. Unload and store with mini mum
handling. Store materials on site in enclosures or under protective covering.
Store rubber gaskets under cover out of direct sunlight. Do not store
materials directly on the ground. Keep inside of pipes, fittings, valves free
of dirt and debris.

1.4.2 Handl i ng

Handl e pipe, fittings, valves, hydrants, and other accessories in a manner to
ensure delivery to the trench in sound undanaged condition. Take special care
to avoid injury to coatings and |linings on pipe and fittings; make
satisfactory repairs if coatings or linings are danaged. Carry, do not drag
pi pe along the ground. Store rubber gaskets that are not to be installed

i medi ately, under cover out of direct sunlight.

PART 2 PRODUCTS

2.1 Water service line Materials

2.1.1 Water Service Line Materials
2.1.1.1 Ductile-lron Piping

a. Flange Pipe: Flange pipe shall be made with a m ni mum cl ass 53
t hi ckness ductile iron pipe in accordance with AWM/ ANSI C151/ A21. 51.
Fl anges shall be screwed on, faced and drilled in accordance wth
AWM/ ANSI C110/ A21.10 and AWM ANSI C115/21.15. Flanges shall be
ductile iron and be "high hub style"” to cover all pipe threads.
Standard interior coating shall be double cement |ined per ANSI/AWMA
A21. 4/ C104. Exterior coating shall be bitum nous, mninum®6 mls.
Fl ange pi pe fabricator shall be a nmenber of the National Association
of Pipe Fabricators and be U L. Listed. Flange pipe shall be by
Quality Water Products of South Barre, MA or approved equal .



2.

b. Flange Fittings: Flange fittings shall be ductile iron and
manuf actured in accordance with ANSI/AWM C110/A21.10. Al flanges
manuf actured to AWM C110 standards shall conformto the facing of
ANSI specification B16.1 class 125. Fittings shall be listed by
Underwriter Laboratories for fire protection service. Fittings shal
be cenment |ined and seal coated in accordance to ANSI/AWA
Cl104/ A21.4. Exterior coating shall be bitum nous, minimum6 mls
Fittings shall be by Metal Fit Inc. or equal and be North Anerican
made.

c. Flange Bolts: Flange bolts shall be ASTM A307 grade B and made to
the standards of ASNl B18.2.1

d. Flange Gaskets: Flange gaskets shall be full faced furnished of high
quality black, nolded SBR rubber with required properties per
ANSI / AWM C111/ A21.11. Gaskets shall be Anerican Toruseal flange
gasket or approved equal

2.1.2 Val ves, and Ot her Water Service line Accessories
1.2.1 Gate Valves in Valve Pit(s)

Gate Val ves shall neet or exceed the requirements of AWM C509. Gate val ves
shal |l be OS&Y unless restricted by location then, NRS will be furnished.

Wedge shall be constructed of ductile iron, fully encapsulated in synthetic
ruber per AWM C-509. All exterior bonnet bolts shall be 18-8 stainless
steel. Gate valves shall be resilient wedge and shall be Anmerican Fl ow
Control Series 2500 or approved equal. Gate valve on the fire protection line
shall be locked in the open postition and three copies of the key shall be
handed over to Vol pe Center Facility personnel

.1.2.2 Fl exi bl e Coupl i ngs

Fl exi bl e couplings shall be furnished with ductile iron center sleeve and end
rings. Gaskets shall be SBR for water and sewer service. Couplings shall be
furni shed with fusion bonded epoxy and 304 stainless steel trackhead bolts and
nuts. Flexible couplings shall be Romac 501 Transition couplings or approved
equal

PART 3 EXECUTI ON

3.

1 I NSTALLATI ON OF PI PELI NES

3.1.1 Ceneral Requirenents for Installation of Pipelines

These requirenments shall apply to all pipeline Installation except where
specific exception is made in the "Special Requirenents." paragraphs.



3.1.1.1 Pi pe Layi ng and Jointing

Renove fins and burrs frompipe and fittings. Before placing in position

cl ean pipe, fittings, valves, and accessories, and nmaintain in a clean
condition. Provide proper facilities for |lowering sections of pipe into the
water meter vault. Do not under any circunstances drop or dunp pipe,
fittings, valves, or any other water line material into the water neter
pit..Wrk pipe into place w thout springing or forcing. Replace by one of the
proper length any pipe or fitting that does not allow sufficient space for
proper installation of jointing material.Provide anchors and supports where
i ndi cated and where necessary for fastening work into place. Make proper
provi sion for expansion and contraction of pipelines. Keep water nmeter pit
free of water until joints have been properly made. At the end of each work
day, close open ends of pipe tenmporarily wi th wood bl ocks or bul kheads. Do
not |ay pipe when conditions in the vault or weather prevent installation

3.1.2 Speci al Requirenments for Installation of Water Mins
3.1.2.1 Installation of Ductile-Iron Piping

Unl ess ot herwi se specified, install pipe and fittings in accordance wth
par agraph entitled "General Requirenents for Installation of Pipelines" and
with the requirenments of AWM C600 for pipe installation, joint assenbly,
val ve-and-fitting installation, and thrust restraint.

a. Jointing: Mke flanged joints with the gaskets, bolts, and nuts
specified for this type joint. Mke flanged joints up tight; avoid
undue strain on flanges, fittings, valves, and other equi prment and
accessories. Align bolt holes for each flanged joint. Use full size
bolts for the bolt holes; use of undersized bolts to nmake up for
m sal i gnment of bolt holes or for any other purpose will not be
permtted. Do not allow adjoining flange faces to be out of parallel
to such degree that the flanged joint cannot be nade waterti ght
wi t hout overstraining the flange. Wen flanged pipe or fitting has
di mensi ons that do not allow the nmaking of a proper flanged joint as
specified, replace it by one of proper dinmensions. Assenble joints
made with flexible couplings in accordance with the reconmendati ons
of the coupling manufacturer

3.1.2.2 Install ati on of Val ves

a. Installation of Valves: |Install gate valves, AWM C509, in
accordance with the requirenents of AWM C600 for valve-and-fitting
installation and with the recommendati ons of the Appendi x
("Install ati on, Qperation, and Mii ntenance of Gate Val ves") to AWM
C509. Make and assenble joints to gate val ves as specified for
maki ng and assenbling the sane type joints between pipe and fittings.



3.1.3 Di si nfection

Di si nfect new wat er piping and existing water piping affected by Contractor's

operations in accordance with AWM C651. Fill piping systens with solution
contai ning mni rum of 50 parts per mllion of available chlorine and all ow
solution to stand for mni mum of 24 hours. Flush solution fromthe systens

with donmestic water until maximumresidual chlorine content is within the
range of 0.2 and 0.5 parts per million, or the residual chlorine content of
domestic water supply. Cbtain at |east two consecutive satisfactory

bact eri ol ogi cal sanples from new water piping, analyze by a certified

| aboratory, and submt the results prior to the new water piping being placed
into service. Disinfection of systens supplying nonpotable water is not
required.

.2 FI ELD QUALI TY CONTRCL

3.2.1 Field Tests and I nspections

The Contracting Officer will conduct field inspections and witness field tests
specified in this section. The Contractor shall performfield tests, and
provi de | abor, equipnent, and incidentals required for testing except that
water and electric power needed for field tests will be furnished by the
Government. The Contractor shall produce evidence, when required, that any
item of work has been constructed in accordance with the draw ngs and

speci fications.

3.2.2 Testing Procedure

Test ductile-iron water lines in accordance with the requirenents of AWA
C600 for hydrostatic testing. No |eakage will be allowed at joints.



Request for Quotation (RFQ) No. DTRS57-00-Q-80026
Attachment No. 2

52.252-2 CLAUSES INCORPORATED BY REFERENCE (FEB 1998) - This RFQ contract

incorporates the following clauses by reference with the same force and effect as is they were
given in full text. Upon request the Contract Officer will make their full text available. Also, the full
text of a clause may be accessed electronically at the following address:

http://farsite.hill.af.mil/vffar.ntm

l. Federal Acquisition Regulation (FAR Clauses incorporated by reference)

52.203-3
52.222-3
52.232-1
52.232-8
52.232-23
52.232-25
52.232-34

52.233-1
52.233-3
52.242-15
52.243-1

Gratuities

Convict Labor

Payments

Discounts for Prompt Payment
Assignment of Claims

Prompt Payment

Payment by Electronic Funds Transfer — Other than Central

Contractor Registration (b) Date for Submission of EFT Information:

Disputes
Protest After Award
Stop Work Order

Changes — Fixed Price

The following clauses marked with an “X” also apply to this solicitation/contract:

OPTIONS

[] FARS52.217-3
FAR 52.217-4

FAR 52.217-5

FAR 52.217-8
FAR 52.217-9

]
]
[l FARG52.217-6
]
]

Evaluation Exclusive of Options

Evaluation of Options Exercised at Time of Contract
Award

Evaluation of Options

Option for Increased Quantity
Option for Extend Services
Option for Extend the Term for the Contract

APR 1984
AUG 1996
APR 1994
MAY 1997
JAN 1986
JUN 1997
MAY 1999

DEC 1998
AUG 1996
AUG 1989
AUG 1987

APR 1984
JUN 1988

JUL 1990

MAR 1989
AUG 1989
MAR 1989



SERVICES

[] FARB52.222-41
[] FARS52.222-42
[ FARS52.222-47
[] FARB52.222-48
XI  FAR52.249-1
SUPPLIES
[] FARS52.211-16
[] FARG52.225-3
[] FARB52.246-16
XI FAR52.249-1

OTHER CLAUSES

X

XXOOUOoOoooo

FAR 52.204-3

FAR 52.204-4
FAR 52.207-4
FAR 52.207-5
FAR 52.208-4
FAR 52.208-5
FAR 52.208-6
FAR 52.208-7
FAR 52.213-1
FAR 52.213-2
FAR 52.213-3

Service Contract Act of 1965, as Amended

Statement of Equivalent Rates for Federal Hires (over
$2,500)

SCA Minimum Wages and Fringe Benefits Applicable to
Successor Contract Pursuant to Predecessor Contractor
Collective Bargaining Agreements (CBA)

Exemption from Application of Service Contract Act
Provisions for Contracts for Maintenance, Calibration,
and/or Repair of Certain Information Technology,
Scientific and Medical and/or Office and Business
Equipment — Contractor Certification

Termination for Convenience of the Government
(Fixed-Price) (Short-Form)

Variation in Quantity

% Increase, % Decrease
Buy American Act-Supplies
Responsibility for Supplies

Termination for Convenience of the Government
(Fixed-Price)(Short Form)

Taxpayer ldentification
TIN: (Offeror Provides)

Printing/Copying Double Sided on Recycle Paper

Economic Purchase Quantity—Supplies
Option to Purchase Equipment

Vehicle Lease Payments

Condition of Leased Vehicles

Marking of Leased Vehicles

Tagging of Leased Vehicles

Fast Payment Procedure

Invoices

Notice to Supplier

MAY 1989
MAY 1989

MAY 1989

AUG 1996

APR 1984

APR 1984

JAN 1994
APR 1984
APR 1984

OCT 1998

JUN 1996
AUG 1987
FEB 1995
APR 1984
APR 1984
APR 1984
MAY 1986
FEB 1998
AUG 1984
APR 1984



XUOOOOoOoooXxXd X XXOUO

FAR 52.222-20
FAR 52.222-21
FAR 52.222-26
FAR 52.222-35

FAR 52.222-37

FAR 52.223-5
FAR 52.223-6
FAR 52.232-16
FAR 52.232-18
FAR 52.245-2
FAR 52.245-4
FAR 52.246-1
FAR 52.247-29
FAR 52.247-34
FAR 52.247-35
FAR 52.249-8

Walsh-Healey Public Contracts Act (over $10,000)
Prohibition of Segregated Facilities (over $10,000)
Equal Opportunity (over $10,000)

Affirmative Action for Disabled Veterans and Veterans of
the Vietham ERA (over $10,000)

Employment Reports on Special Disabled Veterans and
Veterans of the Vietnam ERA (over $10,000)

Pollution Prevention and Right-to-Know Information
Drug Free Workplace

Progress Payments

Availability of Funds

Government Property (Fixed-Price Contracts)
Government-Furnished Property (Short-Form)
Contractor Inspection Requirements

F.O.B. Origin

F.O.B. Destination

F.O.B. Destination Within Consignee’s Premises

Default (Construction)

DEC 1996
FEB 1999
FEB 1999
APR 1998

JAN 1999

APR 1998
JAN 1997
JUL 1991
APR 1984
DEC 1989
APR 1984
APR 1984
JUN 1988
NOV 1991
APR 1984
APR 1984
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PLAN OF WATER METER VAULT
NEW CONDITIONS
SCALE! 3/4°=1-0"

L NEW FLEXIBLE COUPLING BETWEEN EXISTING CAST IRON
PIPE (APPROX 13.36” 0.D.) AND NEW DUCTILE IRON PIPE

2, NEW 12" TIA CLASS 53 DUCTILE IRON PIPE, THREADED

AT ONE END TO RECEIVE NEW THREADED FLANGE

3 NEW DUCTILE IRON THREADED FLANGE FOR 12° DIA

DUCTILE IRON PIPE

4. NEW DUCTILE IRON FLANGE FITTING, 12°X8* TEE, (BOLTED)
5. NEW DUCTILE IRON FLANGE FITTING, 12°X6* REDUCER
CBOLTED)

6. NEW DUCTILE IRON FLANGE FITTING, 6X10° SUDDEN
EXPANSION WITH 6° DIA DUCTILE IRON FLANGED

OUTLET ON TOP (BOLTED>

7. NEW DUCTILE IRON THREADED FLANGE FOR 10° DIA

DUCTILE IRON PIPE

8, NEW 10" DIA CLASS S3 DUCTILE IRON PIPE, THREADED

AT ONE END TO RECEIVE NEW THREADED FLANGE

9. NEW FLEXIBLE COUPLING BETWEEN EXISTING CAST IRON
PIPE (APPROX 1114" 00> AND NEW DUCTILE IRON PIPE

10, NEW STEEL PIPE CLAMP PROPERLY SIZED FOR 10* DUCTILE
IRON PIPE TO PROVIDE AN AXIAL LOAD RESISTANCE OF 2500 LB,
1L, NEw STEEL PIPE CLAMP PROPERLY SIZED FOR 8 DUCTILE
IRON PIPE TO PROVIDE AN AXIAL LOAD RESISTANCE OF 2500 LB
12, NEW FLEXIBLE COUPLING BETWEEN EXISTING CAST IRON
PIPE (APPROX 9.07* O0D.) AND NEW DUCTILE IRON PIPE

13, NEW 8" DIA CLASS 53 DUCTILE IRON PIPE, THREADED

AT ONE END TO RECEIVE NEW THREADED FLANGE

14, NEW DUCTILE IRON THREADED FLANGE FOR 8° DIA

DUCTILE IRON PIPE

1S, NEW 87 DIA CLASS 53 DUCTILE IRON PIPE, THREADED

AT BOTH ENDS TO RECEIVE NEW THREADED FLANGES

16. NEW 67 GATE VALVE (BOLTED)

17. NEW 8¢ OS&Y GATE VALVE, BOLTED (LOCKED IN THE

OPEN POSITIONY

18, NEV DUCTILE IRON FLANGE FITTING, 8" DIA

S0 DEGREE ELBOW

19, NEW DUCTILE IRON FLANGE FITTING, 8°X6° TEE

20, NEW DUCTILE IRON FLANGE FITTING, 6° DIA

S0 DEGREE ELBOW

2L NEW 6" DIA CLASS 53 DUCTILE IRON PIPE, THREADED

AT BOTH ENDS TO RECEIVE NEW THREADED FLANGES

22, NEW DUCTILE IRON THREADED FLANGE FOR 6"

DIA DUCTILE IRON PIPE

23. NEW ADJUSTABLE PIPE SUPPORT, FOR 12° DIA DUCTILE
IRON PIPE (CARPENTER & PATERSON, FIG 101, STEEL WITH
STANDARD AND FLANGE AT THE BASE, OR EQUIVALENT)

24, NEW ADJUSTABLE PIPE SUPPORT, CUSTOM SADDLE FOR
METER (CARPENTER & PATERSON, FIG 101, STEEL WITH
STANDARD AND FLANGE AT THE BASE, OR EQUIVALENT)

25. NEW ADJUSTABLE PIPE SUPPORT, FOR 10° DIA DUCTILE
IRON PIPE (CARPENTER & PATERSON, FIG 101, STEEL WITH
STANDARD AND FLANGE AT THE BASE, OR EQUIVALENT)

26, NEW ADJUSTABLE PIPE SUPPORT, FOR 8° DIA PIPE
CCARPENTER & PATERSON, FIG 101, STEEL WITH
STANDARD AND FLANGE AT THE BASE, OR EQUIVALENT)

27, NEW ADJUSTABLE PIPE HANGER FOR 6° DIA DUCTILE
IRON PIPE (CARPENTER & PATERSON FIG. 100 C.. CLEVIS
HANGER, FIG. 94 3/4° DIA ALL-THREADED STEEL HANGER
ROD AND FIG, 513 3/4“ SELF DRILLING ROD HANGER
SHELL DR EQUIVALENT)

< a P
e -5 s, 4
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s

6-0"

8

NEW CONDITIONS
SCALE: 3/4" = 1-0"

NOTE: AFTER ALL TESTING IS COMPLETED THE CONTRACTOR SHALL
APPLY ONE COAT OF BITUMINOUS PAINT ON ALL NEW AND EXISTING
NUTS, BOLTS, PIPE, SUPPORTS, HANGERS AND FRICTION CLAMPS.
(BEFORE COATING EXISTING ITEMS REMOVE ALL LOOSE RUST AND
SCALE>

SECTION THROUGH WATER METER VAULT
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PLAN OF WATER METER VAULT
REMOVALS

SCALE: 3/4 = 1'-0"

1, REMOVE EXISTING DRESSER COUPLING ON
EXISTING 12 DIA. CAST IRON PIPES

2. REMOVE EXISTING 12° DIA CAST IRON PIPE
3. REMOVE EXISTING THREADED FLANGE BOLTED TO
EXISTING CAST IRON TEE FITTING

4, REMOVE EXISTING CAST IRON FLANGED FITTING
(12*xg* TEE, BOLTED>

5. REMOVE EXISTING CAST IRON FLANGED FITTING
(12°X6* REDUCER, BOLTED>

6. REMOVE EXISTING STRUCTURAL STEEL PIPE SUPPORT
(4°X4°X1/4" ANGLES AND 4°X1°X1/4* T.S. WELDED>

7. REMOVE EXISTING CAST IRON FITTING ¢6°X10° SUDDEN
EXPANSION WITH 6" DIA, FLANGED OUTLET ON TOP)

8. REMOVE EXISTING THREADED FLANGE BOLTED TO
EXISTING CAST IRON SUDDEN EXPANSION FITTING

9. REMOVE EXISTING 10° DIA CAST IRON PIPE

10, REMOVE EXISTING DRESSER COUPLING ON
EXISTING 10° DIA. CAST IRON PIPES.

11, REMOVE EXISTING STEEL FRICTION CLAMP ON
EXISTING 10" DIA. CAST IRON PIPE.

12, REMOVE EXISTING STEEL FRICTION CLAMP ON
EXISTING 8’ DIA CAST IRON PIPE.

13. REMOVE EXISTING DRESSER COUPLING ON

EXISTING 8 DIA. CAST IRON PIPES

14, REMOVE EXISTING 8" DIA CAST IRON PIPE

15. REMOVE EXISTING THREADED FLANGE BOLTED TO
EXISTING 8" GATE VALVE

16. REMOVE EXISTING 8 GATE VALVE (BOLTED)

17, REMOVE EXISTING 8% DOUBLE CHECK VALVE (BOLTED)

18, REMOVE EXISTING CAST IRON FLANGED FITTING
(8" DIA. 90 DEGREE ELBOW, BOLTED)

19, REMOVE EXISTING CAST IRON FLANGED FITTING
(8'x6* TEE, BOLTED)

20. REMOVE EXISTING CAST IRON FLANGED FITTING
(6" DIA. 90 DEGREE ELBOW, BOLTED)

21, REMOVE EXISTING THREADED FLANGE BOLTED TO
EXISTING CAST IRON 90 DEGREE ELBOW FITTING

22, REMOVE EXISTING 6" DIA CAST IRON PIPE

23. REMOVE EXISTING THREADED FLANGE BOLTED TO
EXISTING 6° GATE VALVE

24. REMOVE EXISTING 6' GATE VALVE (BOLTED)

25, REMOVE EXISTING METAL PIPE SUPPORT HANGER
26, REMOVE EXISTING 6° DIA CAST IRON PIPE

21
20
L=
N L
by a-,
L |
+ U]
o N I—
a5
J
= &
A — - >
. &
. M P
< 4 . Y B
M < 4 . @ a

SECTION THROUGH WATER METER VAULT
REMOVALS

SCALE: 3/4" = 1'-0"




EXISTING 2* DIA.
COPPER LAWN
SPRINKLER PIPE

EXISTING CONCRETE—
PAD WITH BACKFLOW
PREVENTER ENCLOSURE |—]
MOUNTED ON TOP

To

MATCH LINE

[
a

\H
b
L
|

S EXISTING WATER
METER VAULT

| EXISTING 12° DIA WATER
LINE AND VALVE (PROPERTY
1— | L OF DOTY

EXISTING 16* DIA. CITY
WATER LINE AND VALVES

<t T —pa—
BROADWAY

SITE PLAN
SCALE! 1/8" = 1'-0"

EXISTING OS&Y GATE

SWITCH ON 1T>

E VALVE Ol
10° POTABLE
WATER LINE

@ VALVE DETAIL, BUILDING
SCALE: 3/4" = 170

BUILDING 1
MAIN LOBBY

EXISTING | TH —‘ ( T “
PLANTER —t ]
‘ | | EXISTING PLANTER ‘ A
- [ A
[ ||
o [ \
3
g I EXISTING GRASS
Ll EXISTING TREE (TYPICAL)
& EXISTING GRASS
7 L L
o \ &
Ei EXISTING 10° ‘ EXISTING 8
& DIA WVATER N\ DIA FIRE
2l || Le I PROTECTION
9 I LINE
EXISTING 2 DIA GALVANIZED
— (I /STEEL SPRINKLER LINE
-} e L
- ——— LE==~
| e i} EXISTING GRASS

SEE DRAWINGS 00-0003 & 00-0004

FOR REMOVALS AND NEW WORK

o [ 1l

BUILDING 2

MATCH LINE

1. SHUT OFF BATE VALVES PRIOR TO BEGINNING WORK, OBTAIN PERMISSION
FROM THE GOVERNMENT PRIOR TO SHUTTING THE VALVES, CONTRACTOR SHALL
PURCHASE WRENCH TO SHUT OFF GATE VALVE UNDER THE SIDEWALK AND
TURN THE WRENCH OVER TO THE GOVERNMENT AT THE COMPLETION OF THE
CONTRACT.

2, AFTER VALVES HAVE BEEN SHUT OFF INSTALL A FLEXIBLE HOSE
BETVEEN TWD HOSE BIB TYPE CONNECTIONS ON THE TOPS OF EACH VALVE,
(HOSE AND CONNECTIONS SHOULD BE ABLE TO WITHSTAND THE WATER
WHICH IS 60 P.SI>. AFTER THE HOSE IS IN PLACE OPEN THE 3/4° GATE
VALVES AT EACH END OF THE HOSE,

3. REPLACE ALL NUTS AND BOLTS ON UPPER AND LOWER FLANGES OF THE
EXISTING GATE VALVE. REPLACE BOLTS ONE AT A TIME. BOLT SIZE IS

Al 5/8' DIA (VERIFY IN FIELI). MANY OF THE NUTS AND BOLTS ARE SO
RUSTED THAT THEY MAY HAVE TO BE DRILLED OUT.

4. REMOVE ALL LOOSE RUST FROM THE VALVE BY SCRAPING AND WIRE
BRUSHING, PRIME AND PAINT THE GATE VALVE (COLOR TO BE VHITED,

REPAIRS TO WATER METER VAULT, BUILDING [1
SITE PLAN

‘ 00-0002

AS NOTED |12/8/99 2 0F 4
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VOLPE CENTER PLAN
SCALE! 1" = 60’

THIRD STREET

GENERAL NOTES:
1. THE CITY WATER PRESSURE [S APPROXIMATELY €0 PSI

2, PRIDR TO AWARD OF THIS CONTRACT THE CONTRACTOR
MUST PROVIDE EVIDENCE TO THE GOVERNMENT THAT HE
IS QUALIFIED AND EXPERIENCED TO PERFORM THE WORK
IN THIS CONTRACT. SUCH EVIDENCE SHALL BE DEMONSTRATED
BY HAVING PERFORMED SIMILAR TYPE WORKTHE RECENT PAST,

3. SCHEDULE THE SHUT DOWN OF THE WATER SUPPLY SYSTEM
FOR A FRIDAY MORNING AS SOON AS THE WATER SUPPLY
HAS BEEN SHUT OFF PURSUE ALL WORK TO COMPLETION AS
QUICKLY AS POSSIBLE; WORKING ON FRIDIAY, SATLRDAY,
SUNDAY SO THAT ALL WORK IS COMPLETE BY TUESDAY OF
THE NEXT WEEK.

4, CONTRACTOR PERFORMING THE WORK MUST BE A LICENSED
(MASSACHUSETTS> PIT FITTER

5. AFTER REMOVAL WORK HAS BEEN COMPLETED AND BEFORE
THE NEW WORK HAS STARTED THE CONTRACTOR SHALL REMOVE
ALL DIRT AND DEBRIS FROM THE FLOOR OF THE VAULT.

REPAIRS TO WATER METER VAULT, BUILDING |1
LOCATION PLAN

00-0001
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